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ELECTRIC WALL OVEN INSTALLATION INSTRUCTIONS

Heavy Weight Hazard
• Use 2 or more people to move and install wall oven.
• Failure to follow this instructions can result in injury

or damage to the unit.

6. Cabinet Installation

 The wall oven can tip when the door
is opened. The mounting brackets supplied with
the wall oven must be attached to the cabinet and
the appliance to prevent tipping of the wall oven
and injury to persons.

Mounting Bracket Installation Instructions
1.Find the 2 mounting brackets and screws included in

the literature package.
2.Install the mounting brackets in the cabinet as shown on

figure 8. Note: To prevent damage to cabinet, it is
recommended to drill 1/16" (0.16 cm) dia. pilot holes
before installing the mounting brackets.

Figure 8

Mounting
Brackets

Single Oven:
23 1/4" (59.1 cm)
Double Oven:

46½" (118.1 cm)

F
Single Oven see Fig. 1
Double Oven see Fig. 2

H
Single Oven see Fig. 1
Double Oven see Fig. 2

3.Insert the unit into the cabinet opening. Slide unit inward
leaving 3" (7.6 cm) clearance between the oven and
front of cabinet (Figure 9). Pull the armored cable
through the hole in the floor and toward the junction box
while moving the appliance inward.

4.Install now the bottom trim using the screws supplied
withthe unit (Figure 10).

5.Push the unit in and against the cabinet, then the oven
side bracket will clip in the one you just install on the side
of the cabinet opening.

To pull out the oven for servicing insert the tool supplied
with the appliance both side at the same time in the hole
located on the side frame and visible when the door is
opened. After inserting the tool pull the oven towards
you (see figure 11).

6.For typical under counter installation of an electric built-in
oven see Figures 12 and 13.
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F
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Only certain cooktop models may be installed over certain
built-in electric oven models. Approved cooktops and built-in
ovens are listed by the MFG ID number and product code
(see the insert sheet included in the literature package and
cooktop installation instructions for dimensions).

36” Min.
(91.4 cm) Min.

Use 3/4” (1.9 cm) plywood, in-
stalled on two runners, flush with
toe plate. Base must be capable
of supporting 200 pounds (90 kg).

Cut an opening in wood base to route
armored cable to junction box.

208/240 Volt
junction box

for built-in oven.

Approx. 3”
(7.5 cm)

Cabinet side filler panels are necessary to
isolate the unit from adjoining cabinets.
Cabinet side filler height should allow for
installation of approved cooktop models

4 1/2” (11.5 cm) Max.*

Figure 12- TYPICAL UNDER COUNTER INSTALLATION OF A SINGLE ELECTRIC BUILT-IN OVEN
WITH AN ELECTRIC COOKTOP MOUNTED ABOVE

* If no cooktop is installed directly
over the oven unit, 5” (12.7 cm)
maximum is allowed above the
floor.

CUTOUT DIMENSIONS
F. WIDTH G. DEPTH H. HEIGHT

30" (76.2 cm)
Wall Oven

28 1/2" (72.4 cm) Min.
29" (73.7 cm) Max.

24" (61 cm) Min. 28 ¼" (71.8 cm) Min.
28 7/8" (73.3 cm) Max.
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18”(45.7 cm) Max.

6 1/2” Min.
(16.5 cm)

Flare
Union

4”(10 cm)

120V/60Hz
Grounded

Outlet

Right Side
of Cabinet
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accessible
for shut-off

valve
operation)

Pressure
Regulator

Manual
Shutoff
Valve

Flexible Appliance Conduit

Cabinet sides or
filler panel

Wall Oven Cabinet

5” Max.
(12.7 cm)

Flare
Union

Figure 13 - TYPICAL UNDER COUNTER INSTALLATION OF A SINGLE ELECTRIC BUILT-IN OVEN
WITH A GAS COOKTOP ABOVE
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7. Checking Operation
Your model is equipped with an Electronic Oven
Control. Each of the functions has been factory checked
before shipping. However, it is suggested that you verify
the operation of the electronic oven controls once more.
Refer to the Use and Care Guide or the Timer Guide
for operation.

1. Remove all items from the inside of the oven.
2. Turn on the power to the oven (Refer to your Use &

Care Guide.)
3. Verify the operation of the electronic oven controls:

Bake– Verify that this function makes the oven hot.
20 seconds after turning oven on, open the door and
you should feel heat coming from the oven.

Broil– When the oven is set to BROIL, the upper
element in the oven should become red.

Convection–When the oven is set for a convection
baking or roasting, both elements cycle on and off
alternately and the convection fan will run. The
convection fan will stop running when the oven door is
opened.

Before You Call for Service
Read the "Before You Call for Service Checklist" and the
"Operating Instructions" in your Use and Care Guide. It
may save you time and expense. The list includes
common occurrences that are not the result of defective
workmanship or materials in this appliance.

Refer to your Use and Care Guide for service phone
numbers.




