










Planning Notes: 

planning 
notes & 
sketches

Plan and sketch your  
perfect kitchen using  
Electrolux ICON® 
premium appliances.
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refrigeration
Counter-Depth French Door Refrigerators

features Custom Temp Drawer™

Enjoy the ultimate in versatility with 9 preset 
selections including White / Sparkling Wine, 
Fish / Shellfish and Cheese plus three custom
izable settings that ensure that foods stay 
at the ideal temperature for serving and 
maintaining freshness.

Theatre Lighting
Transition lighting gradually illuminates the 
interior with soft but ample light as you open 
the door.

Smooth-Glide™ Crisper Drawer
Crisper Drawers smoothly glide out and keep 
even the most delicate fruits and vegetables 
fresh with adjustable humidity control and 
minimal temperature variation.

Custom-Design™ Glass Shelves
All-glass shelves are as beautiful as functional. 
The flexible shelves can be arranged in a variety 
of configurations to fit wide and tall items.

Twice the Ice
Enjoy filtered, restaurant quality ice, twice  
the ice as any refrigerator ice maker* – up to  
9 pounds in 24 hours – and the Perfect Ice™ 

for all of your entertainment needs. 
 *�Up to 9 pounds in 24 hours under normal conditions –  
0° F freezer, 37° F fresh food and based on bottom freezer  
models with exterior ice and water and a suggested  
MSRP greater than $2700.

Wave-Touch™ Controls
(E23BC78IPS, E23BC78ISS)
Sleek control panel illuminates with a touch 
and fades away to an uncluttered display after 
an option is selected.

Custom-Design™ 

Organization System
With our flexible tri-level freezer organization 
system you can keep your freezer well 
organized. The three Smooth-Glide™ baskets 
with removable dividers and top removable 
baskets allow you to configure the space to 
neatly fit large and small items.

Smooth-Glide™ Freezer Drawers
Drawers glide out smoothly and fully extend 
giving you easy access to what’s inside.

PureAdvantage® Filtration Systems
Our filtration system keeps clean, filtered air 
circulated throughout to prevent odor transfer 
and keeps fresh, clean water and ice at  
your fingertips.
Replacement Water Filter (PN # EWF01) 
Replacement Air Filter (PN # EAFCBF)

Optional Trim Kits
Order a collar kit or louvered trim kit for a  
built-in integrated look.



e lect ro lux icon.com 111

Counter-Depth French Door Refrigerators

Parts and Service
Wherever you live or move in the U.S.A., our 
national network of authorized independent 
service companies provide prompt, professional 
repair service. To maintain warranties, always  
ask for Electrolux Major Appliances Genuine 
Renewal Parts.

This warranty is provided by Electrolux  
Major Appliances North America, a division of  
Electrolux Home Products, Inc. in the U.S.A.,  
and in Canada by Electrolux Canada Corp. For 
complete warranty details, please refer to your 
Owner’s Manual.

* Some restrictions may apply for Alaska.

High standards of quality at Electrolux Home Products, Inc. mean  
we are constantly working to improve our products. We reserve the 
right to change specifications or discontinue models without notice.

Limited One-Year Warranty
Every Electrolux Major Appliances refrigerator 
and freezer is guaranteed to be free of materials 
defects or component malfunctions. Excludes 
original and replacement ice and water filters. 
Electrolux Major Appliances will repair, without 
charge, any problem that occurs during the first 
year after original date of purchase.*

Limited 2nd - 5th Year Warranty
Cabinet Liner, Refrigerating Systems
Electrolux Major Appliances will provide a  
replacement for any defective part(s) and labor 
for the cabinet liner and/or sealed refrigerator 
systems that break due to defects in materials 
or workmanship (not customer abuse), for the 
second through fifth years from original date 
of purchase.* Transportation costs required 
because of service and any expenses incurred 
while making the refrigerator accessible for 
servicing, such as removal of trim, cupboards, 
shelves, etc. are the responsibility of the 
consumer.

product 
warranty

Star-K® Kosher Certification
Your assurance that select  
models contain such features as 
the Sabbath mode in keeping  
with kosher cooking practices. 
www.star-k.org

ENERGY STAR® Qualified
ENERGY STAR labeling ensures a 
high level of energy efficiency, saving 
water and reducing utility costs  
while preventing pollution.

agency 
certifications
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Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.
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*�For further specifications  
and installation details refer  
to model-specific Planning 
Information page.

1�If optional Collar Kit or Louvered 
Trim Kit is to be used, different 
cutout dimensions are required. 
Refer to Optional Trim Kit 
Specifications section on model-
specific Planning Information 
page.

refrigeration
Counter-Depth French Door Refrigerators

E23BC78IPS
Professional
Counter Depth
Yes
Yes

22.6 Cu. Ft.
15.7 Cu. Ft.
6.9 Cu. Ft.
26.45 Sq. Ft.
18.72 Sq. Ft.
7.7 Sq. Ft.

Yes
Yes
Yes
Yes 

Yes
Yes
Yes
Yes
Yes
Yes

Yes 

Bottom Left
Yes
3 Half / 1 Quarter Width
Yes 

Yes
Yes
1 Clear
1 Clear
2 Clear 

Yes
2
Yes
Yes

Yes
3 Smooth-Glide™ 

(2 w/Dividers)
1
1
Yes

PN # ECK23CDS
PN # 241723001
PN # EWF01 

PN # EAFCBF 

69-1/2"
35-5/8"
29-1/2" 
42-9/16" 
44-1/2"
70-1/4" x 36" x 25"
Right Bottom Rear
Left Bottom Rear
120V / 60 Hz / 15 or 20A
1.02 

15
348 Lbs.

E23BC78ISS
Designer
Counter Depth
Yes
Yes

22.6 Cu. Ft.
15.7 Cu. Ft.
6.9 Cu. Ft.
26.45 Sq. Ft.
18.72 Sq. Ft.
7.7 Sq. Ft.

Yes
Yes
Yes
Yes 

Yes
Yes
Yes
Yes
Yes
Yes

Yes 

Bottom Left
Yes
3 Half / 1 Quarter Width
Yes 

Yes
Yes
1 Clear
1 Clear
2 Clear 

Yes
2
Yes
Yes

Yes
3 Smooth-Glide™ 

(2 w/Dividers)
1
1
Yes

PN # ECK23CDS
PN # 241723001
PN # EWF01 

PN # EAFCBF 

69-1/2"
35-5/8"
29-1/2" 
42-9/16" 
44-1/2"
70-1/4" x 36" x 25"
Right Bottom Rear
Left Bottom Rear
120V / 60 Hz / 15 or 20A
1.02 

15
348 Lbs.

E23BC68JPS
Professional
Counter Depth
Yes
Yes

22.6 Cu. Ft.
15.7 Cu. Ft.
6.9 Cu. Ft.
26.45 Sq. Ft.
18.72 Sq. Ft.
7.7 Sq. Ft.

Yes

 

Yes 

Bottom Left
Yes
4 Half Width
Yes 

Yes
Yes
2 Clear
3 Clear
 

Yes
2
Yes

Yes
Yes
Yes
Yes
2 Smooth-Glide™ 

(w/Dividers) /1 Half Width
1
1
Yes

PN # ECK23CDS
PN # 241723001
PN # EWF01 

PN # EAFCBF 

69-1/2"
35-5/8"
29-1/2" 
42-9/16" 
44-1/2"
70-1/4" x 36" x 25"
Right Bottom Rear
Left Bottom Rear
120V / 60 Hz / 15 or 20A
1.02 

15
348 Lbs.

E23BC68JSS
Designer
Counter Depth
Yes
Yes

22.6 Cu. Ft.
15.7 Cu. Ft.
6.9 Cu. Ft.
26.45 Sq. Ft.
18.72 Sq. Ft.
7.7 Sq. Ft.

Yes

 

Yes 

Bottom Left
Yes
4 Half Width
Yes 

Yes
Yes
2 Clear
3 Clear
 

Yes
2
Yes

Yes
Yes
Yes
Yes
2 Smooth-Glide™ 

(w/Dividers) /1 Half Width
1
1
Yes

PN # ECK23CDS
PN # 241723001
PN # EWF01 

PN # EAFCBF 

69-1/2"
35-5/8"
29-1/2" 
42-9/16" 
44-1/2"
70-1/4" x 36" x 25"
Right Bottom Rear
Left Bottom Rear
120V / 60 Hz / 15 or 20A
1.02 

15
348 Lbs.

Model
Series
Type
ENERGY STAR® 

Star-K® Certified (Sabbath Mode)

Capacities
Total Capacity
Fresh Food Volume
Freezer Volume
Total Shelf Area
Fresh Food Shelf Area
Freezer Shelf Area

Exterior
Wave-Touch™ Electronic Controls
Custom-Set™ Electronic Controls
Ice / Water Dispenser
	� Custom-Set™ Temperature  

Control System / Display
	 Crushed / Cubes / Water
	 Air and Water Filter Indicator / Reset
	 Ice Maker On / Off
	 Fast Freeze™

	 Lock
	 Dis�penser Light Control

Fresh Food Conveniences
PureAdvantage® Air 
and Water Filtration Systems
Water Filter Location
Temp / Door Ajar / Power Failure Alarms
Custom-Design™ Glass Shelves
Smooth-Glide™ 

Humidity-Controlled Crispers
Custom Temp Drawer™

Wine Rack
Gallon Adjustable Door Bins
1/2-Gallon Adjustable Door Bins
2-Liter / 1/2-Gallon  
Removable Door Bins
Locking Clear Utility Bin
Tilt-Out Can Racks
Theatre Multilevel LED Lighting
Automatic Ice Maker

Freezer Conveniences
Automatic Ice Maker
	 Ice Maker On / Off
	 Fast Ice™

Self-Closing Drawer
Sliding Full-Width Freezer Baskets 

Plastic Basket Tray
Tilt-Out Wire Door Racks
Theatre Multilevel LED Lighting

Optional Accessories
Collar Kit1

Louvered Trim Kit1

PureAdvantage® Water Filter 
Replacement Cartridge
PureAdvantage® Air Filter 
Replacement Cartridge

Specifications*

Product Dimensions –
	 Height (including hinge / rollers)
	 Width
	 Depth �(including handle) 

(w/90° door open) 
(w/drawer fully extended)

Cutout Dimensions (H x W x D)
Power Supply Connection Location
Water Inlet Location
Voltage Rating
Connected Load (kW Rating)  
@ 120 Volts
Minimum Circuit Required (Amps)
Shipping Weight (Approx.)
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Installation Specifications
•	 Product Weight – 338 Lbs.

•	 An electrical supply with grounded three-prong receptacle 
is required. The power supply circuit must be installed 
in accordance with current edition of National Electrical 
Code (NFPA 70) and local codes & ordinances.

•	 Voltage Rating – 120V / 60 Hz / 15 or 20 Amps

•	 Connected Load (kW Rating) @ 120 Volts = 1.02 kW

•	 Amps @ 120 Volts = 8.5 Amps

•	 Always consult local and national electric & plumbing 
codes.

•	 Floor should be level surface of hard material, capable  
of supporting fully loaded refrigerator.

•	 When installing refrigerator adjacent to wall, cabinet  
or other appliance that extends beyond front edge of unit,  
20" minimum clearance recommended to allow for  
optimum 120° to 180° door swing, providing complete 
drawer / crisper access and removal. (Absolute 4-1/2" 
minimum clearance will ONLY allow for 90° door swing which 
will provide drawer / crisper access with restricted removal.)

•	 To ensure optimum performance, avoid installing in  
direct sunlight or close proximity to range, dishwasher  
or other heat source.

•	 For proper ventilation, front grille MUST remain 
unobstructed.

•	 Recess electrical outlet when possible.

•	 Water recess on rear wall recommended to prevent  
water line damage.

•	 Water Pressure – Cold water line must provide between 
30 and 100 pounds per square inch (psi).

•	 Copper tubing with 1/4" O.D. recommended for water 
supply line with length equal to distance from rear of unit 
to household water supply line plus 7 additional feet. 
Optional Water Supply Installation Kits available.

•	 Adjustable front rollers to assist with door alignment.

“Built-In Look” Specifications

•	 For built-in look, minimum cutout opening of 70-1/4" H x  
36" W x 25" D required to allow for ease of installation, 
proper air circulation, and plumbing / electrical connections.

Optional Trim Kit Specifications

For installation details refer to Project Planning Section.

•	 If optional Collar Kit (PN # ECK23CDS) is to be used, 
different cutout dimensions are required. (Refer to Collar 
Kit ECK23CDS Installation Specifications page.)

•	 If optional Louvered Trim Kit (PN # 241723001) is to be used, 
different cutout dimensions are required. (Refer to Louvered 
Trim Kit 241723001 Installation Specifications page.)

•	 Remove all wall / floor molding prior to installation.

Optional 
Accessories
Collar Kit
PN # ECK23CDS

Includes side and  
top trim pieces.

Louvered Trim Kit
PN # 241723001

Includes 5" louvered  
top grille, side and  
top trim pieces.

PureAdvantage® 

Water Filter Replacement 
Cartridge
PN # EWF01

PureAdvantage® 

Air Filter Replacement 
Cartridge
PN # EAFCBF

Professional Counterdepth Refrigerator
(23 cu. ft. French Dr./Bottom Mount)
E23BC78IPS

planning 
information

For models: 
E23BC78IPS 
E23BC78ISS 
E23BC68JPS 
E23BC68JSS

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

Installation drawing shown  
with professional series model 
(E23BC78IPS).

Counter-Depth French Door Refrigerators



features

models

114

����������
�����������
�������

����������
����
����������

refrigeration
Counter-Depth Side-by-Side Refrigerators

PureAdvantage® 

Water Filtration System
The most advanced water filtration system 
available offers cleaner, fresher ice and water. 
A status light alerts when the filter needs to be 
replaced, then with one touch, the drip-free 
cartridge can be exchanged.
Replacement Water Filter (PN # EWF01)

PureAdvantage® 

Air Filtration System
Continuously filters the circulated air to 
maintain a fresher, cleaner interior. A status 
light alerts when the filter needs to be 
replaced, then with one touch, the filter 
exchange is made simple and easy.
Replacement Air Filter (PN # EAFCBF)

Custom-Design™, 
Full-Depth Glass Shelves
Frameless shelving system is as beautiful  
as it is functional. Three Smooth-Glide™ fully 
extendable shelves provide easy access  
to all contents, also making it easier to locate 
smaller items that have been pushed to the 
back and can hold any spills that may happen.

Smooth-Glide™ 
Full-Extension System
Conveniently access the contents within the 
crispers, deli drawer and freezer basket using 
the ball bearing, fully extending racks.

Theatre Lighting
Soothing but adequate multi-transitional 
lighting within the refrigerator interior gradually 
illuminates your foods for easy selection.

Divided Crisper  
with Dual Humidity Control
The divided drawer with two individual 
humidity controls allows you to store a variety 
of fruits and vegetables with different humidity 
needs. The extra-large drawer features a 
removable divider for your added convenience.

Express Ice™

Creates ice according to your family’s needs 
with the touch of a button.

Optional Trim Kits
Order a collar kit or louvered trim kit for a  
built-in integrated look.
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Counter-Depth Side-by-Side Refrigerators

Parts and Service
Wherever you live or move in the U.S.A., our 
national network of authorized independent 
service companies provide prompt, professional 
repair service. To maintain warranties, always  
ask for Electrolux Major Appliances Genuine 
Renewal Parts.

This warranty is provided by Electrolux  
Major Appliances North America, a division of  
Electrolux Home Products, Inc. in the U.S.A.,  
and in Canada by Electrolux Canada Corp. For 
complete warranty details, please refer to your 
Owner’s Manual.

* Some restrictions may apply for Alaska.

High standards of quality at Electrolux Home Products, Inc. mean  
we are constantly working to improve our products. We reserve the 
right to change specifications or discontinue models without notice.

Limited One-Year Warranty
Every Electrolux Major Appliances refrigerator 
and freezer is guaranteed to be free of materials 
defects or component malfunctions. Excludes 
original and replacement ice and water filters. 
Electrolux Major Appliances will repair, without 
charge, any problem that occurs during the  
first year after original date of purchase.*

Limited 2nd - 5th Year Warranty
Cabinet Liner, Refrigerating Systems
Electrolux Major Appliances will provide a  
replacement for any defective part(s) and labor 
for the cabinet liner and/or sealed refrigerator 
systems that break due to defects in materials 
or workmanship (not customer abuse), for the 
second through fifth years from original date 
of purchase.* Transportation costs required 
because of service and any expenses incurred 
while making the refrigerator accessible for 
servicing, such as removal of trim, cupboards, 
shelves, etc. are the responsibility of the 
consumer.

agency 
certifications

ENERGY STAR® Qualified
ENERGY STAR labeling ensures a 
high level of energy efficiency, saving 
water and reducing utility costs  
while preventing pollution.
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*�For further specifications  
and installation details refer  
to model-specific Planning 
Information page.

1�If optional Collar Kit or Louvered 
Trim Kit is to be used, different 
cutout dimensions are required. 
Refer to Optional Trim Kit 
Specifications section on model-
specific Planning Information 
page.

E23CS78HPS
Professional
36"
Counter Depth
Yes

22.6 Cu. Ft.
14.06 Cu. Ft.
8.5 Cu. Ft.
23.7 Sq. Ft.
17.26 Sq. Ft.
6.4 Sq. Ft.

7 Button
Yes
Yes
Yes
Yes
Yes
Yes

Yes
Yes
Yes
Yes
Yes
3
1
2
1
1
1
1
1
1
1
Yes
Yes

Factory Installed
Yes
2
1
2
1
1
3
Yes
Yes

Yes
Yes

PN # ECK23CDS
PN # 4480
PN # EWF01
PN # EAFCBF

69-5/16"
35-5/8"
29-1/2" 
45-1/4"
70-1/4" x 36" x 25"
Right Bottom Rear
Left Bottom Rear
120V / 60 Hz / 15 or 20A
1.02
15 or 20
325 Lbs.

E23CS78HSS
Designer
36"
Counter Depth 
Yes

22.6 Cu. Ft.
14.06 Cu. Ft.
8.5 Cu. Ft.
23.7 Sq. Ft.
17.26 Sq. Ft.
6.4 Sq. Ft.

7 Button
Yes
Yes
Yes
Yes
Yes
Yes

Yes
Yes
Yes
Yes
Yes
3
1
2
1
1
1
1
1
1
1
Yes
Yes

Factory Installed
Yes
2
1
2
1
1
3
Yes
Yes

Yes
Yes

PN # ECK23CDS
PN # 4480
PN # EWF01
PN # EAFCBF

69-5/16"
35-5/8"
29-3/8" 
45-1/4"
70-1/4" x 36" x 25"
Right Bottom Rear
Left Bottom Rear
120V / 60 Hz / 15 or 20A
1.02
15 or 20
325 Lbs.

Model
Series
Nominal Width
Type
ENERGY STAR®

Capacities
Total Capacity
Fresh Food Volume
Freezer Volume
Total Shelf Area
Fresh Food Shelf Area
Freezer Shelf Area

Exterior
Ice / Water Dispenser
	 Lighted Actuators
	 Crushed / Cubes / Water
	 Express Ice™

	 Express Freeze™

	 Lock
	 Filter Reset

Fresh Food Conveniences
PureAdvantage® Air Filtration System
PureAdvantage® Water Filtration System
Temperature Alarm
Door Ajar Alarm
Power Failure Alarm
Custom-Design™ Shelves w/Silver Trim
Clear 1-Gallon Removable Door Bin
Clear 2-Liter Adjustable Door Bin
Removable Dairy Compartment with Clear Door
Clear Temp-Controlled Deli / Meat Drawer w/Silver Trim
Dual Humidity-Controlled Clear Crisper w/Silver Trim
Lower Humidity-Controlled Clear Crisper w/Silver Trim
Condiment Bottle Door Storage
In-Door Can Rack
Clear Tall Bottle Retainer
Tri-Level Lighting
Theatre Lighting

Freezer Conveniences
Automatic Ice Maker with Ice Server
Ice Maker On / Off Switch
Glass Shelf w/Silver Trim
Smooth-Glide™ Full-Extension Freezer Basket
Full-Width / Full-Extension Basket
Full-Width Lower Basket
Fixed Door Bin
Silver Tilt-Out Wire Door Rack
Ice Cream Shelf
Dual-Level Lighting

Installation
Adjustable Rollers
Door Stops

Optional Accessories
Collar Kit1

Louvered Trim Kit1

PureAdvantage® Water Filter Replacement Cartridge 
PureAdvantage® Air Filter Replacement Cartridge 

Specifications*

Product Dimensions –
	 Height (including hinge / rollers)
	 Width
	 Depth �(including handle) 

(with 90° door open)
Cutout Dimensions (H x W x D)
Power Supply Connection Location
Water Line Inlet Location
Voltage Rating
Connected Load (kW Rating) @ 120 Volts
Minimum Circuit Required (Amps)
Shipping Weight (Approx.)

refrigeration
Counter-Depth Side-by-Side Refrigerators
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Counterdepth Refrigerator
E23CS78HPS

Optional 
Accessories
Collar Kit
PN # ECK23CDS

Includes side and  
top trim pieces.

Louvered Trim Kit
PN # 4480

Includes louvered  
top grille, side and  
top trim pieces.

PureAdvantage® 

Water Filter Replacement 
Cartridge
PN # EWF01

PureAdvantage® 

Air Filter Replacement 
Cartridge
PN # EAFCBF

Installation Specifications
•	 Product Weight – 300 Lbs.

•	 Voltage Rating – 120V / 60 Hz / 15 or 20 Amps

•	 Connected Load (kW Rating) @ 120 Volts = 1.02 kW 
(For use on adequately wired 120V, dedicated circuit 
having 2-wire service with a separate ground wire. 
Appliance must be grounded for safe operation.)

•	 Amps @ 120 Volts = 8.5 Amps

•	 Always consult local and national electric & plumbing 
codes.

•	 When installing next to wall allow 3-1/2" handle clearance.

•	 Floor should be level surface of hard material, capable  
of supporting fully loaded refrigerator.

•	 When installing refrigerator adjacent to wall, cabinet  
or other appliance that extends beyond front edge of unit,  
20" minimum clearance recommended to allow for  
optimum 120° to 180° door swing, providing complete 
drawer / crisper access and removal. (Absolute 4-1/2" 
minimum clearance will ONLY allow for 90° door swing which 
will provide drawer / crisper access with restricted removal.)

•	 To ensure optimum performance, avoid installing in  
direct sunlight or close proximity to range, dishwasher  
or other heat source.

•	 For proper ventilation, front grille MUST remain 
unobstructed.

•	 Recess electrical outlet when possible.

•	 Water recess on rear wall recommended to prevent  
water line damage.

•	 Water Pressure – Cold water line must provide between 
30 and 100 pounds per square inch (psi).

•	 Copper tubing with 1/4" O.D. recommended for water 
supply line with length equal to distance from rear of unit 
to household water supply line plus 7 additional feet. 
Optional Water Supply Installation Kits available.

•	 Adjustable front rollers to assist with door alignment.

“Built-In Look” Specifications

•	 For built-in look, minimum cutout opening of 70-1/4" H x  
36" W x 25" D required to allow for ease of installation, 
proper air circulation, and plumbing / electrical connections.

Optional Trim Kit Specifications

For installation details refer to Project Planning Section.

•	 If optional Collar Kit (PN # ECK23CDS) is to be used, 
different cutout dimensions are required. (Refer to Collar 
Kit ECK23CDS Installation Specifications page.)

•	 If optional Louvered Trim Kit (PN # 4480) is to be used, 
different cutout dimensions are required. (Refer to 
Louvered Trim Kit 4480 Installation Specifications page.)

•	 Remove all wall / floor molding prior to installation.

planning 
information

For models: 
E23CS78HPS 
E23CS78HSS

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

Installation drawing shown  
with professional series model.

	
Counter-Depth Side-by-Side Refrigerators
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Planning Notes: 

planning 
notes & 
sketches

Plan and sketch your  
perfect kitchen using  
Electrolux ICON® 
premium appliances.

refrigeration
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Built-In Dishwashers	 120

EDW7505HPS 
EDW7505HSS 

dishcare
 Electrolux ICON® Premium Appliances
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features Luxury-Quiet™ Dishwasher
Continue your after-dinner conversations  
while your dishes are quietly and properly 
cleaned. The dishwasher is wrapped in dense 
insulation that envelopes the sides, top and 
toe kick, then enclosed in a steel shroud 
which reduces sounds to a whisper.

Integrated Wave-Touch™ Controls
Control panel is located at the top of the 
dishwasher door, so that the exterior remains 
uncluttered when the door is closed. Controls 
and digital display are intuitive and easy  
to operate.

Smart Soil Sensor™ 

and 100% Filtered Water
Smart Soil Sensor™ continuously monitors and 
purges food soils from wash water. In addition, 
the dishwasher’s two-stage filtration system 
removes food particles from recirculation.

Spot-Free Dishwashing
To complete the Electrolux experience, 
Electrolux recommends filling the rinse aid 
reservoir with a rinsing agent for sparkling 
and spot-free dishware.

NSF® Certified Sanitize Option
NSF International Certification assures  
that your dishware is sanitized by reducing 
bacteria by 99.999% when the sanitize  
option is selected.

Custom-Fit Rack System
Designed for maximum capacity and flexi
bility, the tall-tub design features a versatile 
racking system including adjustable tines and 
stemware holders. There is also an adjustable/
removable top rack for the utmost flexibility 
when washing large items.

Stainless Steel Interior and Exterior
Smooth exterior sheen gives your kitchen  
a modern, polished look and the interior will 
retain its original luster.

Panel-Ready
Can accept custom-made panels to  
blend seamlessly with your cabinetry and 
kitchen decor.

dishcare
Built-In Dishwashers
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Limited One-Year Warranty
Every Electrolux Major Appliances dishwasher 
is guaranteed to be free of materials defects 
or component malfunctions. Electrolux Major 
Appliances will repair, without charge, any 
problem that occurs during the first year after 
original date of purchase.*

Limited 2nd - 5th Year Warranty
Electronic Controls and Nylon TufRacks 
Electrolux Major Appliances will provide a 
replacement for any defective part(s) for the 
electronic control module or in the original 
upper or lower nylon-coated TufRack, if it 
peels or rusts due to defects in materials or 
workmanship (not customer abuse), for the 
second through fifth years from original date  
of purchase.* Diagnostic, transportation, and 
labor costs that are required because of  
service are the responsibility of the consumer.

Limited Lifetime Warranty
Electrolux Major Appliances will provide a 
replacement for any defective part(s) in the tub 
or door liner if the original fails to contain water 
due to defects in materials or workmanship 
(not customer abuse), during the lifetime of the 
product.* Diagnostic, transportation, and labor 
costs that are required because of service are 
the responsibility of the consumer.

Parts and Service
Wherever you live or move in the U.S.A., our 
national network of authorized independent 
service companies provide prompt, professional 
repair service. To maintain warranties, always  
ask for Electrolux Major Appliances Genuine 
Renewal Parts.

This warranty is provided by Electrolux  
Major Appliances North America, a division of  
Electrolux Home Products, Inc. in the U.S.A.,  
and in Canada by Electrolux Canada Corp. For 
complete warranty details, please refer to your 
Owner’s Manual.

* Some restrictions may apply for Alaska.

High standards of quality at Electrolux Home Products, Inc. mean  
we are constantly working to improve our products. We reserve the 
right to change specifications or discontinue models without notice.

Built-In Dishwashers

ENERGY STAR® Qualified
ENERGY STAR labeling ensures a 
high level of energy efficiency, saving 
water and reducing utility costs  
while preventing pollution.

agency 
certifications
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EDW7505HPS
Professional
24"
Built In
Yes

Yes
Yes
Yes
Yes
9
Yes
Yes
Yes
Yes
5
Yes
Yes
Yes
Yes

Yes
Yes
Yes
Yes
Yes

Yes
Yes
1-24 Hours

Yes
Smooth-Glide™

Yes
4
2
4 Rows
Yes
Yes
Smooth-Glide™

6 Rows
Yes
Yes
4
4-Piece Split
Yes

33-7/8" – 34-7/8"
23-3/4"
24-5/8" 
49-7/8"

34" 
35"
24"
24"
Middle Bottom Rear
Yes
4.9 – 8.5
15 – 120
120V / 60 Hz /15A
1.44
9
115 Lbs.

EDW7505HSS
Designer
24"
Built In
Yes

Yes
Yes
Yes
Yes
9
Yes
Yes
Yes
Yes
5
Yes
Yes
Yes
Yes

Yes
Yes
Yes
Yes
Yes

Yes
Yes
1-24 Hours

Yes
Smooth-Glide™

Yes
4
2
4 Rows
Yes
Yes
Smooth-Glide™

6 Rows
Yes
Yes
4
4-Piece Split
Yes

33-7/8" – 34-7/8"
23-3/4"
24-5/8" 
49-7/8"

34" 
35"
24"
24"
Middle Bottom Rear
Yes
4.9 – 8.5
15 – 120
120V / 60 Hz /15A
1.44
9
115 Lbs.

*�For further specifications  
and installation details refer  
to model-specific Planning 
Information page. 

1�Dishwasher designed to also 
accept custom door panel to 
match with custom cabinetry. 
(Refer to Custom Panel Speci
fications on model-specific 
Planning Information page.)

Model
Series
Nominal Width
Type
ENERGY STAR®

Features
Stainless Steel Interior
Stay-In-Place Door Design
Electronic Controls
Fully Integrated Control Panel
Easy-Clean Pushbuttons
LED Indicator Lights
Tall Tub Design
Smart Soil Sensor™

Luxury-Quiet™

Wash Levels
Direct Feed Wash System
Power Dry System
Adjustable Rinse Aid Dispenser with Indicator
Panel Ready1

Cycles
Auto Wash
Normal
Eco Wash
Perfect Stemware™

Cookware

Options
Air Dry
NSF® Certified Sanitize Option
Delay Start

Rack System
Nylon Rack System
Upper Rack –
	 Adjustable Height
	 Cup Clips
	 Cup Shelf / Stemware Holder
	 Fold-Down Tines
	 Rack Handle
	 Versa-Tray™

Lower Rack –
	 Fold-Down Tines
	 Knife Holder
	 Utility Tray / Shelf
	 Stemware / Champagne Glass Holders
	 Silverware Basket
	 Special Items Cover / Mesh Small Items Bag

Specifications*

Product Dimensions –
	 Height (adjustable)
	 Width
	 Depth �(including door)  

(with 90° door open)
Cutout Dimensions –
	 Height �(min.) 

(max.)
	 Width
	 Depth (min.)
Power Supply / Water Inlet Location
Leveling Legs
Water Usage (gallons) – Normal Cycle
Water Pressure (PSI)
Voltage Rating
Connected Load (kW Rating) @ 120 Volts
Amps @ 120 Volts
Shipping Weight (Approx.)

dishcare
Built-In Dishwashers
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Built-In Dishwashers

planning 
information

For models: 
EDW7505HPS 
EDW7505HSS

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

Installation drawing shown  
with professional series model.

Installation Specifications
•	 Product Weight – 93 Lbs.

•	 Voltage Rating @ 120V / 60 Hz / 15 Amps

•	 Connected Load (kW Rating) @ 120 Volts = 1.44 kW  
(For use on adequately wired 120V, dedicated circuit 
having 2-wire service with a separate ground wire. 
Appliance must be grounded for safe operation.)

•	 Amps @ 120V = 9 Amps

•	 Always consult local and national electric & plumbing 
codes.

•	 Water Pressure – Hot water line to dishwasher  
must provide between 15 and 120 pounds per square 
inch (psi).

•	 Make sure location has right drain, water and electrical 
outlets to make connections.

•	 Keep back free of drain, water & electrical supply.

•	 Electrical and water supplies should enter cabinet  
opening on floor, or through back or side walls,  
as shown in shaded areas.

•	 Connections preferably located toward left side  
of dishwasher. Do not cross drain, water or electrical  
lines in front of motor, blower or frame.

•	 Minimum clearance of 5/16" required from unit to 
underside of countertop.

•	 Leveling legs supplied to adjust height.  
(Note: Height only adjustable to 34-11/16" max.  
when installed in 35" max. standard cabinetry cutout  
to allow for 5/16" min. clearance.)

•	 When installing adjacent to wall, cabinet or other 
obstruction that extends beyond front edge of unit,  
allow 2" minimum clearance between opened door  
and obstruction.

•	 When installing at end of cabinet line, sides must be  
fully enclosed.

•	 Do not install unit under a cooktop, damage may occur.

•	 Dishwasher designed to also accept custom  
door panel to match with custom cabinetry. (Refer 
to Custom Panel Specifications on this page.)

Custom Panel Specifications

•	 Panel Dimensions –  
30-1/8" H max. x 23-11/16" W x 3/4" D

•	 Panel Weight – 12 Lbs. maximum (including handle)

•	 For detailed custom panel construction and installation 
instructions, refer to product installation guide on the 
web at electroluxicon.com.

Dishwasher
EDW7505HPS
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Planning Notes: 

planning 
notes & 
sketches

Plan and sketch your  
perfect kitchen using  
Electrolux ICON® 
premium appliances.

dishcare
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Built-In Coffee Maker	 142

E24CM75GSS 

Under-Counter 
Trash Compactors	 138

E15TC75HPS 
E15TC75HSS 

Under-Counter 
Ice Makers	 134

E15IM60GPS 
E15IM60GSS 

Under-Counter 
Refrigerator Drawers	 126

E24RD75HPS 
E24RD75HSS 

Under-Counter 
Wine Coolers	 130

E24WC75HPS 
E24WC75HSS 

specialty
Electrolux ICON® Premium Appliances
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specialty
Under-Counter Refrigerator Drawers

Condiment Tray & Beverage Shelf
The covered condiment tray lifts out as a whole 
and also has four removable compartments  
for extra storage. In addition, the beverage 
shelf offers added storage and organization  
for glass bottles or cans.

PureAdvantage® Air Filtration System
Keeps clean, filtered air circulated throughout 
to prevent odor transfer for a fresher, cleaner 
interior.

Theatre Lighting
Transition lighting gradually illuminates the 
interior with soft but ample light as you open 
the drawers.

Custom-Set™ Temperature Control
These integrated electronic controls offer 
precise temperature control and their top-of-
drawer location makes them easy to program.

Smooth-Glide™ Drawers
Fully extending drawers glide out easily and 
smoothly, providing simple and convenient 
access to every item.

Roomy Storage
Offering the largest storage space available  
in drawer-style refrigeration. Each drawer is 
tall enough to store a two-liter bottle and wide 
enough to hold items such as serving trays 
and pizza boxes.

Included 
Accessories

Condiment Tray
Beverage Shelf
PureAdvantage® 
Replacement  
Air Filter

features

models
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Under-Counter Refrigerator Drawers

Parts and Service
Wherever you live or move in the U.S.A., our 
national network of authorized independent 
service companies provide prompt, professional 
repair service. To maintain warranties, always  
ask for Electrolux Major Appliances Genuine 
Renewal Parts.

This warranty is provided by Electrolux  
Major Appliances North America, a division of  
Electrolux Home Products, Inc. in the U.S.A.,  
and in Canada by Electrolux Canada Corp. For 
complete warranty details, please refer to your 
Owner’s Manual.

* Some restrictions may apply for Alaska.

High standards of quality at Electrolux Home Products, Inc. mean  
we are constantly working to improve our products. We reserve the 
right to change specifications or discontinue models without notice.

Limited One-Year Warranty
Every Electrolux Major Appliances refrigerator 
drawers is guaranteed to be free of materials 
defects or component malfunctions. Electrolux 
Major Appliances will repair, without charge,  
any problem that occurs during the first year 
after original date of purchase.*

Limited 2nd - 5th Year Warranty
Cabinet Liner and Sealed System
Electrolux Major Appliances will provide  
a replacement for any defective part(s) and 
labor for the sealed refrigeration system 
(compressor, condenser, evaporator, dryer or 
tubing) that breaks due to defects in materials 
or workmanship (not customer abuse), for the 
second through fifth years from original date 
of purchase.* Transportation costs required 
because of service and any expenses incurred 
while making the refrigerator accessible for 
servicing, such as removal of trim, cupboards, 
shelves, etc. are the responsibility of the 
consumer. 

Star-K® Kosher Certification
Your assurance that select  
models contain such features as 
the Sabbath mode in keeping  
with kosher cooking practices. 
www.star-k.org

A.D.A. Compliant
When properly installed, meets the appliance 
standards in the Americans with Disabilities 
Act and the Architectural Barriers Act 
Accessibility Guidelines as published by the 
United States Access Board on June 23, 
2004, as amended August 5, 2005.  

ENERGY STAR® Qualified
ENERGY STAR labeling ensures a 
high level of energy efficiency, saving 
water and reducing utility costs  
while preventing pollution.

agency 
certifications
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*�For further specifications  
and installation details refer  
to model-specific Planning 
Information page.

E24RD75HPS
Professional
24"
Built In
6.0 Cu. Ft.
Yes
Yes
Yes

Yes
Yes
Yes
Yes 

Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
4

PN # 241965501
PN # 241997401
PN # EAFCBF

12-3/64" 
12-3/16"
18-1/16"
18-9/32"

34" – 35"
23-13/16"
23-15/16" 
26-9/16" 
42-3/8"

34-3/8"
24-1/8"
24"
34° F - 45° F
Yes
Right Bottom Rear
120V / 60 Hz / 15A
0.16
15
156 Lbs. 

E24RD75HSS
Designer
24"
Built In
6.0 Cu. Ft.
Yes
Yes
Yes

Yes
Yes
Yes
Yes 

Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
4

PN # 241965501
PN # 241997401
PN # EAFCBF

12-3/64" 
12-3/16"
18-1/16"
18-9/32"

34" – 35"
23-13/16"
23-15/16" 
25-15/16" 
41-3/4"

34-3/8"
24-1/8"
24"
34° F - 45° F
Yes
Right Bottom Rear
120V / 60 Hz / 15A
0.16
15
156 Lbs.

Model
Series
Nominal Width
Type
Capacity (2 drawers)
ENERGY STAR®

Star-K® Certified (Sabbath Mode)
A.D.A. Compliant

Features
Custom-Set™ Electronic Controls
Fully Integrated Control Panel
Blue LED Display
Smooth-Glide™ Full-Extension 
Self-Closing Drawers
Theatre Lighting
PureAdvantage® Air Filtration
Electronic Control Lock
Display Temp Mode (°C or °F)
Door Ajar Acoustic Alarm
High-Temperature Acoustic Alarm
Power Failure Acoustic Alarm
Mute Sound Control
Power-On / Off Control
Vacation Mode
Holds 12" Bottle (upper and lower drawer)
Storage Shelf (lower drawer)
Frost-Free Performance
Dynamic Condenser
Adjustable Leveling Legs

Included Accessories
Condiment Tray
Beverage Shelf
PureAdvantage® Replacement Air Filter

Specifications*

Cavity Dimensions – 
	 Height �(upper drawer) 

(lower drawer)
	 Width
	 Depth
Product Dimensions –
	 Height (adjustable)
	 Width
	 Depth �(to drawer front) 

(to handle) 
(to handle w/drawer fully extended)�

Cutout Dimensions –
	 Height (min.)
	 Width
	 Depth (min.)
Temperature Range
Electrical Cable
Power Supply Connection Location
Voltage Rating
Connected Load (kW Rating) @ 120 Volts
Minimum Circuit Required (amps)
Shipping Weight (Approx.)

specialty
Under-Counter Refrigerator Drawers
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planning 
information

For models: 
E24RD75HPS 
E24RD75HSS

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

Installation drawing shown  
with professional series model.

•	 Proper built-in, under-counter installation requires that 
both electrical outlet and plug be completely recessed  
to ensure unit will fit flush against rear wall. 

•	 To allow for ease of installation and removal, it is 
recommended that cabinet rough opening dimensions  
be increased by at least 1/4" over product’s dimensions.

•	 For proper ventilation, unit can NOT be installed behind 
closed doors; front grille MUST remain unobstructed.

•	 Must be positioned on flat, level surface, capable of 
supporting entire weight when fully loaded.

•	 Leveling legs supplied to adjust height and level unit.

•	 Do not position unit near any heat source to ensure 
optimum performance.

•	 Allow 17" minimum for handle clearance with drawers  
fully extended.

Installation Specifications
•	 Product Weight – 146 Lbs.

•	 Voltage Rating – 120V / 60 Hz / 15 Amps

•	 Connected Load (kW Rating) @ 120 Volts = 0.16 kW 
(For use on adequately wired 120V, dedicated circuit 
having 2-wire service with a separate ground wire. 
Appliance must be grounded for safe operation.)

•	 Amps @ 120 Volts = 1.5 Amps

•	 Electrical cable supplied.

•	 Always consult local and national electric codes.

•	 Unit is designed for built-in, under-counter installation  
only with use of Anti-Tip Kit and can NOT be used  
in freestanding installation.

•	 Built-in, under-counter installation does not require 
additional airspace for top, sides or rear of unit. 

Refrigerator Drawers
E24RD75HPS/E24RD75HSS (Combination)

Under-Counter Refrigerator Drawers
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UV-Filtered Glass Door
Tinted, thermal-tempered glass door  
protects your wine collection from potentially 
harmful UV light rays.

Adjustable Temperature Range
The Electrolux ICON® Wine Cooler offers 
an adjustable temperature range from  
45 to 65 degrees F, allowing you to choose 
the right temperature for serving your wines.

Luxury-Close™ Door
Hinge system activates 8 to 10 inches from 
the closed position, assuring door closure.

Maple Wood Front on Racks
Maple trimmed shelves can be stained to 
blend with surrounding cabinets. 

Integrated Custom-Set™ Controls
Reversible side-swing door with integrated 
electronic controls located conveniently on the 
top of the door ensure this unit will fit anywhere.

Smooth-Glide™ Racks
With a ball bearing system, shelves are so 
smooth they extend effortlessly.

48-Bottle Capacity
The space-efficient, under-counter wine cooler 
safely and conveniently stores up to 48 bottles.

Theatre Lighting
Our ramp-up designer LED lighting is  
as beautiful as it is functional, keeping your 
beverages clearly visible. Display lighting 
feature provides ambient lighting to showcase 
bottles during storage.

features
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specialty
Under-Counter Wine Coolers
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Under-Counter Wine Coolers

Parts and Service
Wherever you live or move in the U.S.A., our 
national network of authorized independent 
service companies provide prompt, professional 
repair service. To maintain warranties, always  
ask for Electrolux Major Appliances Genuine 
Renewal Parts.

This warranty is provided by Electrolux  
Major Appliances North America, a division of  
Electrolux Home Products, Inc. in the U.S.A.,  
and in Canada by Electrolux Canada Corp. For 
complete warranty details, please refer to your 
Owner’s Manual.

* Some restrictions may apply for Alaska.

High standards of quality at Electrolux Home Products, Inc. mean  
we are constantly working to improve our products. We reserve the 
right to change specifications or discontinue models without notice.

Limited One-Year Warranty
Every Electrolux Major Appliances wine cooler 
is guaranteed to be free of materials defects 
or component malfunctions. Electrolux Major 
Appliances will repair, without charge, any 
problem that occurs during the first year after 
original date of purchase.*

Limited 2nd - 5th Year Warranty
Cabinet Liner and Sealed System
Electrolux Major Appliances will provide  
a replacement for any defective part(s) and 
labor for the sealed refrigeration system 
(compressor, condenser, evaporator, dryer or 
tubing) that breaks due to defects in materials 
or workmanship (not customer abuse), for the 
second through fifth years from original date 
of purchase.* Transportation costs required 
because of service and any expenses incurred 
while making the refrigerator accessible for 
servicing, such as removal of trim, cupboards, 
shelves, etc. are the responsibility of the 
consumer. 

Star-K® Kosher Certification
Your assurance that select  
models contain such features as 
the Sabbath mode in keeping  
with kosher cooking practices. 
www.star-k.org

agency 
certifications

A.D.A. Compliant
When properly installed, meets the appliance 
standards in the Americans with Disabilities 
Act and the Architectural Barriers Act 
Accessibility Guidelines as published by the 
United States Access Board on June 23, 
2004, as amended August 5, 2005.

product 
warranty
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specialty
Under-Counter Wine Coolers

*�For further specifications  
and installation details refer  
to model-specific Planning 
Information page. 

Model
Series
Nominal Width
Type
Capacity
Maximum Storage
Star-K® Certified (Sabbath Mode)
A.D.A. Compliant

Features
Integrated Electronic Controls
Fully Integrated Control Panel
Electronic Control Lock
Blue LED Display
Frost-Free Performance
Dynamic Condenser
PureAdvantage® Air Filter
Precision Set™ Controls
Display Temp Mode (°C or °F)
Door Open Acoustic Alarm
Power Failure Acoustic Alarm
Mute Sound Control
Theatre-Style Lighting
Exhibit Lighting with Manual Control
Power-On / Off Control 
Vacation Mode
Smooth-Glide™ Full-Extension Racks
Black Soft Coat Wireform Racks
Maple Wood Front on Racks

Additional Features
UV-Filtered, Tinted Glass Window
Luxury-Close™ Door
Adjustable Leveling Legs

Optional Accessories
Field-Reversible Door Kit

Specifications*

Product Dimensions –
	 Height (�adjustable)
	 Width
	 Depth �(to door front) 

(to handle) 
(with 90° door open)

Cutout Dimensions –
	 Height (min.)
	 Width
	 Depth (min.)
Temperature Range
Power Supply Connection Location
Voltage Rating
Connected Load (kW Rating) @ 120 Volts
Minimum Circuit Required (amps)
Shipping Weight (Approx.)

E24WC75HPS
Professional
24"
Built In / Freestanding
6 Cu. Ft.
48 Bottles
Yes
Yes

Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
7 
Yes
Yes

Yes
Yes
4

PN # 5303918374

34-5/16" – 35"
23-13/16"
23-7/8" 
26-1/2" 
47"

34-3/8"
24-1/8"
24"
45° F - 65° F
Right Bottom Rear
120V / 60 Hz / 15A
0.15
15
166 Lbs.

E24WC75HSS
Designer
24"
Built In / Freestanding
6 Cu. Ft.
48 Bottles
Yes
Yes

Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
Yes
7 
Yes
Yes

Yes
Yes
4

PN # 5303918374

34-5/16" – 35"
23-13/16"
23-7/8" 
25-7/8" 
47"

34-3/8"
24-1/8"
24"
45° F - 65° F
Right Bottom Rear
120V / 60 Hz / 15A
0.15
15
166 Lbs.
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planning 
information

For models: 
E24WC75HPS 
E24WC75HSS

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

Installation drawing shown  
with professional series model.

Optional  
Accessories
Field-Reversible 	
Door Kit
PN # 5303918374

•	 For proper ventilation, unit can NOT be installed behind 
closed doors; front grille MUST remain unobstructed.

•	 Must be positioned on flat, level surface, capable of 
supporting entire weight when fully loaded.

•	 Leveling legs supplied to adjust height and level unit.

•	 Do not position unit near any heat source to ensure 
optimum performance.

•	 Unit requires zero clearance when installing flush with 
cabinet or wall.

•	 When installing against cabinet or wall that extends 
beyond front edge of unit, 2-7/8" minimum handle 
clearance required to allow for 90° door swing, providing 
sliding shelves with necessary clearance. (Door swing 
can be reversed with installation of Field-Reversible  
Door Kit – 5303918374).

Installation Specifications
•	 Product Weight – 159 Lbs.

•	 Voltage Rating – 120V / 60 Hz / 15 Amps 

•	 Connected Load (kW Rating) @ 120 Volts = 0.15 kW 
(For use on adequately wired 120V, dedicated circuit 
having 2-wire service with a separate ground wire. 
Appliance must be grounded for safe operation.)

•	 Amps @ 120 Volts = 6 Amps

•	 Electrical cable supplied.

•	 Always consult local and national electric codes.

•	 Unit is designed for either freestanding or built-in, under-
counter installation.

•	 Built-in, under-counter installation does not require 
additional airspace for top, sides or rear of unit. 

•	 Proper built-in, under-counter installation requires that 
both electrical outlet and plug be completely recessed  
to ensure unit will fit flush against rear wall. 

•	 To allow for ease of installation and removal, it is recom
mended that cabinet rough opening dimensions be 
increased by at least 1/4" over product’s dimensions.

Wine Coolers
E24WC75HPS/E24WC75HSS (Combination)

Under-Counter Wine Coolers



features

models

134

Included 
Accessories

Ice Scoop

Crystal Clear Ice
You’ll love serving restaurant-quality ice 
to your friends and family. The “Fractional 
Freezing” process separates impurities from 
the water so ice is free of odors, minerals 
and contaminants. Thirty-two, 7/8" cubes of 
crystal clear ice are produced per freeze cycle. 
That’s up to sixty pounds per day.

Thirty-Pound Storage Capacity
The large capacity storage bin holds up to 
thirty pounds of restaurant-quality ice cubes.

Frost-Free Performance
The Electrolux ICON® Ice Maker is completely 
frost free. So you’ll never have to defrost.

Integrated Electronic Control Panel
Simple-to-use digital controls for consistent 
ice production day or night to meet your ice 
demands. Can produce up to 60 pounds of 
ice per day, storing up to 30 pounds at a time. 
Displays Fahrenheit and Celsius.

3-Step Self Cleaning
Three-step, self-cleaning process takes less 
than 45 minutes and removes the minerals 
and contaminants left from the “Fractional 
Freezing” process.

Self-Closing Door
Hinge system activates 8 to 10 inches from 
the closed position, assuring door closure.
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specialty
Under-Counter Ice Makers
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Star-K® Kosher Certification
Your assurance that select  
models contain such features as 
the Sabbath mode in keeping  
with kosher cooking practices. 
www.star-k.org

agency 
certifications

Parts and Service
Wherever you live or move in the U.S.A., our 
national network of authorized independent 
service companies provide prompt, professional 
repair service. To maintain warranties, always  
ask for Electrolux Major Appliances Genuine 
Renewal Parts.

This warranty is provided by Electrolux  
Major Appliances North America, a division of  
Electrolux Home Products, Inc. in the U.S.A.,  
and in Canada by Electrolux Canada Corp. For 
complete warranty details, please refer to your 
Owner’s Manual.

* Some restrictions may apply for Alaska.

High standards of quality at Electrolux Home Products, Inc. mean  
we are constantly working to improve our products. We reserve the 
right to change specifications or discontinue models without notice.

Limited One-Year Warranty
Every Electrolux Major Appliances ice maker 
is guaranteed to be free of materials defects 
or component malfunctions. Electrolux Major 
Appliances will repair, without charge, any  
problem that occurs during the first year after 
original date of purchase.*

Limited 2nd - 5th Year Warranty
Cabinet Liner and Sealed System
Electrolux Major Appliances will provide  
a replacement for any defective part(s) and 
labor for the sealed refrigeration system 
(compressor, condenser, evaporator, dryer or 
tubing) that breaks due to defects in materials 
or workmanship (not customer abuse), for the 
second through fifth years from original date 
of purchase.* Transportation costs required 
because of service and any expenses incurred 
while making the refrigerator accessible for 
servicing, such as removal of trim, cupboards, 
shelves, etc. are the responsibility of the 
consumer.

product 
warranty

Under-Counter Ice Makers



model  
comparison 
chart

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

136

*�For further specifications  
and installation details refer  
to model-specific Planning 
Information page.

1�Use if gravity-assisted drain 
is not available.

specialty
Under-Counter Ice Makers

E15IM60GPS
Professional
15"
Built In / Freestanding
Up to 30 Lbs.
Yes

Up to 60 Lbs.
Clear
7/8"
32
Yes
Yes
Yes
Yes 

Yes
Yes
Yes
Yes
Yes
Yes

Yes

PN # EIM41978
PN # EIMP60

34-1/8" – 35-1/8"
14-15/16"
23-13/16" 
26-1/2" 
38-1/4"

34-1/4"
15-1/8"
24"
Left Bottom Rear
Left Bottom Rear
Required
120V / 60 Hz / 15A
0.48
Yes
109 Lbs.

E15IM60GSS
Designer
15"
Built In / Freestanding 
Up to 30 Lbs.
Yes

Up to 60 Lbs.
Clear
7/8"
32
Yes
Yes
Yes
Yes 

Yes
Yes
Yes
Yes
Yes
Yes

Yes

PN # EIM41978
PN # EIMP60

34-1/8" – 35-1/8"
14-15/16"
23-13/16"
25-7/8" 
38-1/4"

34-1/4"
15-1/8"
24"
Left Bottom Rear
Left Bottom Rear
Required
120V / 60 Hz / 15A
0.48
Yes
109 Lbs.

Model
Series
Nominal Width
Type
Capacity
Star-K® Certified (Sabbath Mode)

Features
Daily Ice Production
Ice Cube Type
Ice Cube Size
Ice Cubes Produced per Cycle
Frost-Free Performance
3-Step Cleaning Process
Self-Cleaning of Mineral Deposits
Commercial Grade Heavy-Duty  
Circulation Pump
UltraQuiet Plus™ Sound Insulation Package
Field-Reversible Door
Self-Closing Door Mechanism
Adjustable Leveling Legs
Electronic Control with Blue LED Display
Power On / Off Switch

Accessories
Included – 
	 Ice Scoop
Optional – 
	 Cleaning Kit
	 Drain Pump Kit1

Specifications*

Product Dimensions –
	 Height (adjustable)
	 Width
	 Depth �(to door front) 

(to handle) 
(with 90° door open)

Cutout Dimensions –
	 Height (min.)
	 Width
	 Depth (min.)
Power Cord Location
Water Inlet Location
Gravity Assisted Drain
Voltage Rating
Connected Load (kW Rating) @ 120 Volts
Approved for Under-Counter Installation
Shipping Weight (Approx.)
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Under-Counter Ice Makers

Ice Makers
E15IM60GPS/E15IM60GSS (Combination)

Optional  
Accessories
Drain Pump Kit
PN # EIMP60

Cleaning Kit
PN # EIM41978

•	 Drain lines must have 5/8" inside diameter, 1" drop per  
48" (1/4" per foot) of run and must not create traps.

•	 Floor drain must be large enough to accommodate 
drainage from all drains.

•	 Recommended water pressure between 30 and 120 
pounds per square inch (psi).

•	 Unit MUST be level for proper operation, and positioned 
on flat surface, capable of supporting entire weight  
when fully loaded.

•	 Leveling legs supplied to adjust height and level unit.

•	 Can be installed outdoors, out of direct sunlight.  
Do NOT install behind closed doors.

•	 Do not position unit near any heat source or in direct 
sunlight to ensure optimum performance. Surrounding  
air temperature must be at least 50° F but must not 
exceed 110° F.

•	 Unit requires zero clearance when installing flush with 
cabinet or wall. 

•	 When installing against cabinet or wall that extends 
beyond front edge of unit, 2-7/8" minimum handle 
clearance required to allow for 90° door swing, providing 
sufficient interior access. (Door is field reversible for  
right- or left-hand opening.)

Installation Specifications
•	 Product Weight – 100 Lbs.

•	 Voltage Rating – 120V / 60 Hz / 15 Amps

•	 Connected Load (kW Rating) @ 120 Volts = 0.48 kW 
(For use on adequately wired 120V, dedicated circuit 
having 2-wire service with a separate ground wire. 
Appliance must be grounded for safe operation.)

•	 Run Amps @ 120 Volts = 4.0 Amps 
Harvest Amps @ 120 Volts = 5.5 Amps

•	 Electrical cable supplied.

•	 Water supply and electrical power source required.

•	 Always consult local and national electric & plumbing 
codes.

•	 Unit is designed for either freestanding or built-in,  
under-counter installation.

•	 Built-in, under-counter installation does not require 
additional airspace for top, sides or rear of unit.

•	 Allow 1-1/2" minimum clearance behind unit for  
electrical, water supply and drain connections.

•	 Front grille MUST remain unobstructed for proper 
ventilation.

•	 Can be installed using gravity drain or optional Drain 
Pump Kit (PN # EIMP60).

planning 
information

For models: 
E15IM60GPS 
E15IM60GSS

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

Installation drawing shown  
with professional series model.
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product 
warranty
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Limited One-Year Warranty
Every Electrolux Major Appliances trash 
compactor is guaranteed to be free of materials 
defects or component malfunctions. Electrolux 
Major Appliances will repair, without charge, any 
problem that occurs during the first year after 
original date of purchase.*

Parts and Service
Wherever you live or move in the U.S.A., our 
national network of authorized independent 
service companies provide prompt, professional 
repair service. To maintain warranties, always  
ask for Electrolux Major Appliances Genuine 
Renewal Parts.

This warranty is provided by Electrolux  
Major Appliances North America, a division of  
Electrolux Home Products, Inc. in the U.S.A.,  
and in Canada by Electrolux Canada Corp. For 
complete warranty details, please refer to your 
Owner’s Manual.

* Some restrictions may apply for Alaska.

High standards of quality at Electrolux Home Products, Inc. mean  
we are constantly working to improve our products. We reserve the 
right to change specifications or discontinue models without notice.

Deodorizing System
Keeps your kitchen smelling fresh and clean 
with a disk that protects up to six months and 
alerts you via the control panel when it’s time 
to replace.

Easy to Clean and Access
Smooth-Glide™ trash basket fully extends 
to provide easy access to the interior for 
convenient use and cleaning.

Extra-Large Capacity
Up to 1.55 cubic feet.

High-Performance Power
With 3,000 lbs. of compacting pressure, this 
3/4 hp motor will neatly compress an entire 
bin in just 45 seconds. One compacted bag 
equals six 13-gallon trash bags, keeping our 
environment in mind.

features

specialty
Under-Counter Trash Compactors
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Under-Counter Trash Compactors

model  
comparison 
chart

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

*�For further specifications  
and installation details refer  
to model-specific Planning 
Information page. 

1�Use for conversion from built-in 
installation to freestanding.

Model
Series
Nominal Width
Type

Features
Stainless Steel Exterior / Interior
Control Panel
Trash Compartment Capacity
Compacting Force (Lbs.)
Belt-Drive, Dual-Screw Scissor System (HP)
Smooth-Glide™ Full-Extension Drawer Glides
Deodorizing System
UltraQuiet™ Sound Reduction (approx. dBA)
Electronic Control with Clock  
and Countdown Timer
On / Off Key Switch
Trash Bag Storage Compartment

Additional Features
Outer Door
Fully Enclosed Inner Cabinet
Trash Removal Drop-Down Panel
Field-Reversible Door
Self-Closing Door Mechanism

Optional Accessories
Deodorizing System Replacement Disk
60 Replacement Bags
Toe Kick Accessory Kit1

Specifications*

Product Dimensions –
	 Height (adjustable)
	 Width
	 Depth �(to door front) 

(to handle) 
(with 90° door open)

Cutout Dimensions –
	 Height (min.)
	 Width
	 Depth (min.)
Power Cord Location
Leveling Legs
Voltage Rating
Connected Load (kW Rating) @ 120 Volts
Approved for Under-Counter Installation
Shipping Weight (Approx.)

E15TC75HPS
Professional
15"
Built In / Freestanding1

Yes
4 Button
1.55 Cu. Ft.
3,000 
3/4
Yes
Yes
62
Yes 

Yes
Yes

Stainless Steel
Yes
Yes
Yes
Yes

PN # ETC15ODH
PN # ETC15CB5DH
PN # ETC15TKH

34-3/8" – 35-3/8"
14-7/8"
21-1/2" 
23-5/8" 
35-7/8"

34-5/8"
15"
24"
Top Right Rear
Yes
120V / 60 Hz / 15A
0.15
Yes
165 Lbs.

E15TC75HSS
Designer
15"
Built In / Freestanding1

Yes
4 Button
1.55 Cu. Ft.
3,000
3/4
Yes
Yes
62
Yes 

Yes
Yes

Stainless Steel
Yes
Yes
Yes
Yes

PN # ETC15ODH
PN # ETC15CB5DH
PN # ETC15TKH

34-3/8" – 35-3/8"
14-7/8"
21-1/2" 
23" 
35-7/8"

34-5/8"
15"
24"
Top Right Rear
Yes
120V / 60 Hz / 15A
0.15
Yes
165 Lbs.
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Trash Compactors
E15TC75HPS/E15TC75HSS (Combination)

Installation Specifications
•	 Product Weight – 161 Lbs.

•	 Voltage Rating – 120V / 60 Hz / 15 Amps

•	 Connected Load (kW Rating) @ 120 Volts = 0.15 kW 
(For use on adequately wired 120V, dedicated circuit 
having 2-wire service with a separate ground wire. 
Appliance must be grounded for safe operation.)

•	 Amps @ 120 Volts = 5.5 Amps

•	 Electrical cable supplied.

•	 Always consult local and national electric codes.

•	 Can be used freestanding, or built in under counter.  
(For conversion from built-in installation to freestanding, 
use optional Toe Kick Accessory Kit – PN # ETC15TKH).

•	 Does not require additional airspace for top, sides or rear 
when used in built-in application. Increase unit dimensions 
by at least 1/4" for recommended rough opening, allowing 
1-1/2" minimum clearance in rear for electrical connection.

•	 Unit MUST be level for proper operation, and positioned 
on flat surface, capable of supporting entire weight.

•	 Leveling legs supplied to adjust height and level unit.

•	 Must be positioned to allow for 90° door swing. (Door is 
field reversible for right- or left-hand opening.)

•	 When installing next to wall where handle may make 
contact, allow 3" clearance between opened door and wall.

Optional  
Accessories
Deodorizing System 	
Replacement Disk
PN # ETC15ODH

60 Replacement Bags
PN # ETC15CB5DH

Toe Kick Accessory Kit
PN # ETC15TKH

planning 
information

For models: 
E15TC75HPS 
E15TC75HSS

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

Installation drawing shown  
with professional series model.

specialty
Under-Counter Trash Compactors



Planning Notes: 

planning 
notes & 
sketches

Plan and sketch your  
perfect kitchen using  
Electrolux ICON® 
premium appliances.
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Easy Accessibility
Access the water reservoir and dispensing 
compartments by effortlessly sliding the coffee 
maker out on its Smooth-Glide™ full-extension 
rails, making replenishing an easy task. The 
coffee maker faceplate is hinged to provide 
full accessibility to the interior for quick and 
simple cleanup.

Built-In Convenience
Build right into your living space for a sleek 
profile, leaving an uncluttered counter space.

Blue LED Display
With the touch of a switch, our signature blue 
display lighting illuminates the function buttons 
and brewing compartment.

Two-Cup Dispenser
Dispenser has two spouts, enabling you to 
dispense two cups of freshly brewed coffee 
at one time. Go ahead and use your favorite 
super-sized coffee cup — the height of the 
spouts is adjustable. Use the articulated 
frothing steam tube when you’re in the mood 
for cappuccino or latte.

Versatile Coffee Compartments
Two separate compartments provide for pre-
ground flavored / decaffeinated coffee and also 
whole coffee beans, allowing for customized 
beverage brewing.

Expresso Tamping System
A good shot of espresso requires perfect 
tamping to bring out its full-bodied flavor. Simply  
program the tamping system to work in 
tandem with the reverse water flow to achieve 
coffeehouse results.

features

specialty
Built-In Coffee Maker

product 
warranty service companies provide prompt, professional 

repair service. To maintain warranties, always  
ask for Electrolux Major Appliances Genuine 
Renewal Parts.

This warranty is provided by Electrolux  
Major Appliances North America, a division of  
Electrolux Home Products, Inc. in the U.S.A.,  
and in Canada by Electrolux Canada Corp. For 
complete warranty details, please refer to your 
Owner’s Manual.

* Some restrictions may apply for Alaska.

High standards of quality at Electrolux Home Products, Inc. mean  
we are constantly working to improve our products. We reserve the 
right to change specifications or discontinue models without notice.

Limited One-Year Warranty
Every Electrolux Major Appliances built-in coffee 
maker is guaranteed to be free of materials 
defects or component malfunctions. Electrolux 
Major Appliances will repair, without charge, any 
problem that occurs during the first year after 
original date of purchase.* Transportation and all 
labor cost required because of service and any 
expenses incurred while making the coffee maker 
accessible for servicing, such as removal of trim, 
cupboards, shelves, etc. are the responsibility  
of the consumer.. 

Parts and Service
Wherever you live or move in the U.S.A., our 
national network of authorized independent 
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Built-In Coffee Maker

Model
Series
Nominal Width
Type
Water Reservoir Capacity

Features
Stainless Steel European Exterior Style
Stainless Steel Interior
Smooth-Glide™ Full-Extension Rails
Automatic Grinding and Brewing
Fresh Water Reservoir
Pre-Ground Coffee Compartment
Whole-Bean Grinding Compartment
Stainless Steel Dispenser –
	 Electronic Touch Control
	 Blue LED Serving Display
	 Adjustable Height
	 Frothing Tube
Control Panel Options –
	 Programmable Drinks
	 Volume
	 Temperature
	 Tamping
	 Grind and Brew Time
	 Lock

Optional Accessories
Cleaning Kit1

Decalcification Kit1

Specifications*

Product Dimensions –
	 Height
	 Width
	 Depth �(to front panel) 

(with front panel 90º open)�
Cutout Dimensions –
	 Height
	 Width �(min.) 

(max.)
	 Depth (min.)
Electrical – 120V / 60 Hz / 20 Amps
Amps @ 120 Volts
Connected Load (kW Rating) @ 120 Volts
60" Electrical Cable
Power Cord Location
Shipping Weight (Approx.)

E24CM75GSS
Designer
24"
Built In
5 Liters (1.3 Gal.)

Yes
Yes
Yes
Yes
Yes
Yes
Yes

Yes
Yes
Yes
Yes

Yes
Yes
Yes
Yes
Yes
Yes

PN # ACCKIT-24
PN # ACCKITA-24

18-3/16"
23-1/2"
18-3/16" 
41-11/16"

17-7/8"
22-1/8" 
22-3/8"
24"
Required
20
1.8
Included
Right Bottom Rear
139 Lbs.

model  
comparison 
chart

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

*�For further specifications  
and installation details refer  
to model-specific Planning 
Information page. 

1�Strongly recommended to help 
prevent mineral buildup and 
maintain proper operation of unit.
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Optional  
Accessories
Cleaning Kit
PN # ACCKIT-24

Decalcification Kit
PN # ACCKITA-24

•	 Allow at least 24" clearance with front panel in 90° open 
position.

•	 To allow for proper ventilation, a minimum opening of 4" H 
x 12" W required at back of cabinet, near top of cutout.

•	 Steam barrier supplied for installation.

•	 Install unit at a safe distance from any heat source, such as 
other appliances, to avoid excessive rises in temperature.

•	 A water treatment system may need to be installed for 
this unit if water hardness level exceeds 4 grains per 
gallon. A reverse osmosis system is not recommended, 
since it may reduce water pressure. (Use filtered water 
only. Do NOT use distilled water.)

•	 Use of optional Cleaning Kit (ACCKIT-24) and 
Decalcification Kit (ACCKITA-24) is strongly recommended 
to help prevent mineral buildup and maintain proper 
operation of unit.

Installation Specifications
•	 Product Weight – 110 Lbs.

•	 Voltage Rating – 120V / 60 Hz / 20 Amps

•	 Connected Load (kW Rating) @ 120 Volts = 1.8 kW 
(For use on adequately wired 120V, dedicated circuit 
having 2-wire service with a separate ground wire. 
Appliance must be grounded for safe operation.)

•	 Amps @ 120 Volts = 20 Amps

•	 Recommended electrical outlet location should be in an 
adjacent cabinet, for accessibility after installation.

•	 Always consult local and national electric codes.

•	 Unit not approved for use in a freestanding cabinet.

•	 Full base of solid plywood or similar material required, 
capable of supporting 125 Lbs.

•	 Base must be level and front of cabinet square for proper 
operation.

specialty
Built-In Coffee Maker

planning 
information

For model: 
E24CM75GSS

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

Coffeemaker Combo
E24CM75GSS
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installation 
index

Collar Kit Installations 
(For Counter-Depth  
Refrigerators)	 148 & 149

Specifications for:
Installation of Collar Kit (ECK23CDS) 
on Counter-Depth French Door and 
Side-by-Side Refrigerators

Louvered Trim Kit Installations 
(For Counter-Depth  
Refrigerators)	 150 & 151

Specifications for:
Installation of Louvered Trim Kit 
(241723001) on Counter-Depth 
French Door Refrigerator and 
Louvered Trim Kit (4480) on Counter-
Depth Side-by-Side Refrigerator

30" & 36" Gas Slide-In Cooktop 
Power Cord Relocation  
Instructions	 162

Instructions for:
Relocating power cord on specified 
30" and 36" Gas Slide-In Cooktops 
when installing with Downdraft Vent

Slide-In Cooktop /  
Downdraft Vent  
Countertop Preparation	 161

Countertop preparation for:
30" or 36" Gas / Electric  
Slide-In Cooktop installation  
with Downdraft Vent 

Electric Cooktop  
Installation Over  
30" Single Wall Oven	 159

Specifcations for:
Single Wall Oven under-counter 
installation and Electric Cooktop 
installation over Single Wall Oven

Gas Cooktop  
Installation Over  
30" Single Wall Oven	 158

Specifcations for:
Single Wall Oven under-counter 
installation and Gas Cooktop 
installation over Single Wall Oven

Drop-In Cooktop /  
Downdraft Vent  
Countertop Preparation	 160

Countertop preparation for:
30" or 36" Gas / Electric  
Drop-In Cooktop installation  
with Downdraft Vent

30" Combination  
Installations  
(For Built-In Microwave)	 156 & 157

Specifcations for:
Built-In Microwave (E30MO75HPS /  
E30MO75HSS) installation with 
Single Wall Oven or Single Wall Oven 
and Warmer Drawer

30" Combination  
Installations  
(For Built-In Microwave)	 154 & 155

Specifcations for:
Built-In Convection Microwave 
(E30MO65GSS) installation with 
Single Wall Oven or Single Wall Oven 
and Warmer Drawer

30" Combination  
Installations  
(For High-Speed Oven)	 152 & 153

Specifcations for:
High-Speed Oven (E30SO75FPS /  
E30SO75ESS) installation with 
Single Wall Oven or Single Wall Oven 
and Warmer Drawer

 
General Installation  
Guidelines	 146 & 147

Guidelines for:
Installation dimensions and 
clearances recommended for  
planning purposes

project planning
Electrolux ICON® Premium Appliances
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Use these dimensions and clearance instructions for planning purposes only. For detailed installation
instructions, refer to installation guide, packed with product, or on the web at electroluxicon.com.

Front

Top

project planning
General Installation Guidelines

planning 
information

Installation  
with Side-by-Side 
Refrigerator

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.
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planning 
information

Installation  
with French Door  
Refrigerator

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

General Installation Guidelines

Use these dimensions and clearance instructions for planning purposes only. For detailed installation
instructions, refer to installation guide, packed with product, or on the web at electroluxicon.com.

Front

Top
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project planning
Collar Kit (ECK23CDS) Installation

Installation Specifications
•	 To use Collar Kit (PN # ECK23CDS), an enclosure is 

required around Counter-Depth French Door Refrigerator 
having an opening of 70-1/4" H x 36-1/8" W with 
minimum cabinet side panels of 24-1/2" D x 1/2" W.

•	 Minimum 24-1/2" depth requires recessed electrical  
outlet and water line.

•	 Add maximum of 1/4" to 70-1/4" opening height when 
installed with frameless-style overhead cabinets, for  
door opening clearance.

•	 Cabinet or soffit above unit must extend out to same 
depth as side panels.

•	 To provide additional clearance for overhead cabinet 
doors when in open position, allow 1" from underside  
of cabinet to bottom of cabinet door.

•	 A minimum width of 36-1/8" is required for refrigerator 
installation with an additional 1/2" or 3/4" added for  
each side panel.

•	 If 1/2" side panels are used, then side trim piece and 
panel will be even. If 3/4" side panels are used, then 1/4" 
of side panel will extend beyond collar trim and must  
be finished.

•	 For detailed Counter-Depth French Door Refrigerator 
installation, refer to Planning Information page and 
installation guide on web.

Top Trim Piece Overhead
Cabinet Door

1" min.
Clearance

Refrigerator Case

Cabinet Underside

Top Trim Piece

Magnetic Tape

3/4" Cabinet
Side Panel
1/2" Cabinet
Side Panel

Side trim must be installed flush
with the gasket contact surface
on the refrigerator case.

Refrigerator Case

Door Gasket

Side Trim Piece

Side Trim Piece

Collar Kit
(ECK23CDS)
Kit includes: Side/top trim pieces
and corner gussets with screws.

 *Minimum depth from face of cabinet side panels
and requires recessed electrical outlet and water line.

Note: Refer to detailed Collar Kit (ECK23CDS) Installation
instructions included with kit or on web.

Cutout
Dimensions
(A) 70 1/4" (B) 361/8" (C) 241/2" min.*

B

C

A

Collar Kit

CD FD Refrigerator Collar Kit (ECK23CDS)
For models E23BC78IPS_ISS, E23BC68JPS_JSS

68 3/16"
with
3/8"

rollers

26 7/8"
355/8"

69 1/2"
with
3/8"

rollers

 42 9/16" (with doors
90ϒopen)

23 5/8"

 44 1/2"
(with drawer

fully extended
including handle)

Top View

Cabinet Side Panels
1/2" min. width

 24"
Cabinet

25"
Countertop

Recessed water line Recessed electrical outlet

Shown with
dispenser model
E23BC78ISS

planning 
information

For models: 
E23BC78IPS 
E23BC78ISS 
E23BC68JPS 
E23BC68JSS

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

Installation drawing shown  
with designer series model 
(E23BC78ISS).

For Counter-Depth French Door Refrigerators
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project planning
Collar Kit (ECK23CDS) Installation

planning 
information

For models: 
E23CS78HPS 
E23CS78HSS

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

Installation Specifications
•	 To use Collar Kit (PN # ECK23CDS), an enclosure is 

required around Counter-Depth Side-by-Side Refrigerator 
having an opening of 70-1/4" H x 36-1/8" W with 
minimum cabinet side panels of 24-1/2" D x 1/2" W.

•	 Minimum 24-1/2" depth requires recessed electrical  
outlet and water line.

•	 Add maximum of 1/4" to 70-1/4" opening height when 
installed with frameless-style overhead cabinets, for  
door opening clearance.

•	 Cabinet or soffit above unit must extend out to same 
depth as side panels.

•	 To provide additional clearance for overhead cabinet 
doors when in open position, allow 1" from underside  
of cabinet to bottom of cabinet door.

•	 A minimum width of 36-1/8" is required for refrigerator 
installation with an additional 1/2" or 3/4" added for  
each side panel.

•	 If 1/2" side panels are used, then side trim piece and 
panel will be even. If 3/4" side panels are used, then 1/4" 
of side panel will extend beyond collar trim and must  
be finished.

•	 For detailed Counter-Depth Side-by-Side Refrigerator 
installation, refer to Planning Information page and 
installation guide on web.

•	 Collar Kit (PN # ECK23CDS) can also be used with 
Electrolux ICON® Counter-Depth Side-by-Side 
Refrigerator models E23CS75DSS, E23CS78EPS, 
E23CS78ESS, E23CS78GPS and E23CS78GSS.

CD SXS Refrigerator Collar Kit (ECK23CDS)
For models E23CS78HSS & E23CS78HPS

For Counter-Depth Side-by-Side Refrigerators
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Louvered Trim Kit (241723001) Installation 

Louvered Trim Kit (241723001) - for installation
on CD French Door Refrigerators E23BC78IPS,
E23BC78ISS, E23BC68JPS, E23BC68JSS

planning 
information

For models: 
E23BC78IPS 
E23BC78ISS 
E23BC68JPS 
E23BC68JSS

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

Installation drawing shown  
with designer series model 
(E23BC78ISS).

•	 Minimum 7' x 7' clear floor space required for Trim  
Kit assembly.

•	 For detailed Counter-Depth French Door Refrigerator 
installation, refer to Planning Information page and 
installation guide on web.

Installation Specifications
•	 To use Louvered Trim Kit (PN # 241723001), an enclosure 

is required around Counter-Depth French Door Refrigerator 
having an opening of 80-3/4" H x 37-1/4" W with minimum 
cabinet side panels of 24" D x 3/4" W.

•	 Minimum 24" depth requires recessed electrical outlet  
and water line.

•	 Cabinet or soffit above unit must extend out to same 
depth as side panels.

For Counter-Depth French Door Refrigerators
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Louvered Trim Kit (4480) Installation

•	 For detailed Counter-Depth Side-by-Side Refrigerator 
installation, refer to Planning Information page and 
installation guide on web.

•	 Louvered Trim Kit (PN # 4480) can also be used 
with Electrolux ICON® Counter-Depth Side-by-Side 
Refrigerator models E23CS75DSS, E23CS78EPS, 
E23CS78ESS, E23CS78GPS and E23CS78GSS.

Installation Specifications
•	 To use Louvered Trim Kit (PN # 4480), an enclosure is 

required around Counter-Depth Side-by-Side Refrigerator 
having an opening of 80-3/4" H x 37-1/4" W with minimum 
cabinet side panels of 24" D x 3/4" W.

•	 Minimum 24" depth requires recessed electrical outlet  
and water line.

•	 Cabinet or soffit above unit must extend out to same 
depth as side panels.

•	 Minimum 7' x 7' clear floor space required for Trim  
Kit assembly.

planning 
information

For models: 
E23CS78HPS 
E23CS78HSS

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

Louvered Trim Kit 4480
For Refrigerators E23CS78HSS / E23CS78HPS

For Counter-Depth Side-by-Side Refrigerators
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30" Combination Installation

Installation Specifications

30" Combination Installation Specifications

•	 Always consult local and national electric codes. (Refer 
to product-specific electrical specifications on this page.)

•	 Minimum 24" deep cutout dimension is critical for proper 
combination installation, to ensure that each built-in 
product’s faceplate will fit flush against cabinet front.

•	 Bases must be level and cabinet front must be square.

•	 Minimum 4-1/2" required distance from bottom of  
Warmer Drawer cutout to floor.

•	 Respect critical dimensions as noted for proper  
installation of built-In products.

•	 Minimum 23-1/4" clearance needed for Wall Oven  
door depth when open.

30" High-Speed Oven Specifications

•	 Product Weight – (E30SO75FPS / E30SO75ESS) 115 Lbs.

•	 Voltage Rating – 240V / 60 Hz / 15 or 20 Amps

•	 Single phase 3- or 4-wire cable, 240 Volt, 60 Hertz AC 
only electrical supply with ground required on separate 
circuit fused on both sides of line.

•	 Connected Load (kW Rating) @ 240 Volts = 3.3 kW

•	 Amps @ 240 Volts = 13.2 Amps

•	 Full oven base of solid plywood or similar material 
required, capable of supporting 150 Lbs. 

•	 Minimum 2-5/8" clearance required from bottom of High-
Speed Oven cutout to top edge of Wall Oven’s faceplate, 
leaving a 2" visible gap between both product faceplates.

30" Electric Single Wall Oven Specifications

•	 Product Weights –  
(E30EW75GPS) 178 Lbs. / (E30EW75GSS) 175 Lbs.

•	 Single phase 3- or 4-wire cable, 120 / 240 or 120 / 208 
Volt, 60 Hertz AC only electrical supply with ground 
required on separate circuit fused on both sides of line.

•	 Connected Load (kW Rating) @ 240 / 208 Volts = 
4.0 / 3.0 kW

•	 Amps @ 240 / 208 Volts = 16.6 / 14.4 Amps

•	 To support Wall Oven, two 3"-wide x 3/4" thick planks 
must be installed as a base, capable of supporting  
200 Lbs. Do NOT use full base, since planks are 
necessary to allow for proper air displacement.

30" Warmer Drawer Specifications

•	 Product Weights – (E30WD75GPS /  
E30WD75GSS) 49 Lbs. / (E30WD75GTT) 41 Lbs.

•	 Voltage Rating – 120V / 450W / 60 Hz / 15 Amps

•	 Connected Load (kW Rating) @ 120 Volts = 0.45 kW  
(For use on adequately wired 120V, dedicated circuit 
having 2-wire service with a separate ground wire. 
Appliance must be grounded for safe operation.)

•	 Amps @ 120V = 3.75 Amps

•	 Full base of solid plywood or similar material required, 
capable of supporting 100 Lbs. 

30" Combination Installation –
High-Speed Oven
Electric Single Wall Oven
Warmer Drawer

For detailed product dimensions
and installation specifications, refer
to model-specific product page and
installation guide on web

 24"min.

3"max.††

 30"min.

9 7/8"min.
10 1/4"max.

13/4"min.†

22 3/8" min.
22 7/8" max.

Full plywood base
required to support
150 lbs.

Full plywood base
required to support
100 lbs.

28 1/2"min.
28 7/8"max.

28 1/2"min.
28 3/4"max.

30" High-Speed
Oven Cutout
For Models:
E30SO75FPS
E30SO75ESS

Two 3" wide
by 3/4" thick
planks must be
installed, capable
of supporting
200 lbs.

4"x 4" opening to route
armored cable

28 1/2"min.
28 3/4"max.

240V/60Hz
grounded electrical
outlet should NOT
be located within
shaded area

41/2"min.
required

21 11/16"min.
223/16"max.

   24"min.**
 (critical

  dimension)

Electrical junction
box location

Bottom of
oven cutout

11 5/8"min.**
(critical

dimension)

 * Minimum 2 5/8"
clearance required
from bottom of
Built-In High-Speed
Oven cutout to top
edge of Wall Oven’s
faceplate, leaving
a 2"visible gap
between both product
faceplates

** Critical dimension –
MUST be applied

 † Maximum height
depends on critical
dimension (11 5/8")

†† Electrical junction
box for Wall Oven
must be lower than
the Warmer Drawer
cutout

30" Warmer
Drawer Cutout
For models:
E30WD75GPS
E30WD75GSS
E30WD75GTT

CL

20 1/4"

16 3/4"

2"
(visible
 gap)*

30" Electric Single
Wall Oven Cutout
For models:
E30EW75GPS
E30EW75GSS

planning 
information

For models:

High-Speed Oven 
	 E30SO75FPS 
	 E30SO75ESS

Single Wall Oven 
	 E30EW75GPS 
	 E30EW75GSS

Warmer Drawer 
	 E30WD75GPS 
	 E30WD75GSS 
	 E30WD75GTT

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

For High-Speed Oven / Single Wall Oven / Warmer Drawer



153e lect ro lux icon.com

30" Combination Installation

planning 
information

For models:

High-Speed Oven 
	 E30SO75FPS 
	 E30SO75ESS

Single Wall Oven 
	 E30EW75GPS 
	 E30EW75GSS

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

30" Combination Installation –
High-Speed Oven
Electric Single Wall Oven

 * Minimum 2 5/8"
clearance required
from bottom of
Built-In High-Speed
Oven cutout to top
edge of Wall Oven’s
faceplate, leaving
a 2"visible gap
between both product
faceplates

** Critical dimension –
MUST be applied

 24"min.  30"min.

3" max.

28 1/2"min.
28 7/8"max.

30" Electric Single
Wall Oven Cutout
For models:
E30EW75GPS
E30EW75GSS

28 1/2"min.
29"max.

4"x 4" opening
to route armored
cable   24"min.**

 (critical
  dimension)

2" min.

31"
suggested
distance

4 1/2"
min.

required

Bottom cutout
edge must be
finish cut

Full base required
to support 200 lbs.

Electrical junction
box location

For detailed product dimensions
and installation specifications, refer
to model-specific product page and
installation guide on web

Full plywood base
required to support
150 lbs.

240V/60Hz
grounded electrical
outlet should NOT
be located within
shaded area

21 11/16"min.
223/16"max.

2"
(visible
 gap)*

CL

20 1/4"

16 3/4"

30" High-Speed
Oven Cutout
For models:
E30SO75FPS
E30SO75ESS

22 3/8" min.
22 7/8" max.

Installation Specifications

30" Combination Installation Specifications

•	 Always consult local and national electric codes. (Refer 
to product-specific electrical specifications on this page.)

•	 Minimum 24" deep cutout dimension is critical for proper 
combination installation, to ensure that each built-in 
product’s faceplate will fit flush against cabinet front.

•	 Bases must be level and cabinet front must be square.

•	 Minimum 4-1/2" required distance from bottom of  
Wall Oven cutout to floor, 31" suggested.

•	 Respect critical dimensions as noted for proper  
installation of built-In products.

•	 Minimum 23-1/4" clearance needed for Wall Oven  
door depth when open.

30" High-Speed Oven Specifications

•	 Product Weight – (E30SO75FPS / E30SO75ESS) 115 Lbs.

•	 Voltage Rating – 240V / 60 Hz / 15 or 20 Amps

•	 Single phase 3- or 4-wire cable, 240 Volt, 60 Hertz AC 
only electrical supply with ground required on separate 
circuit fused on both sides of line.

•	 Connected Load (kW Rating) @ 240 Volts = 3.3 kW

•	 Amps @ 240 Volts = 13.2 Amps

•	 Full oven base of solid plywood or similar material 
required, capable of supporting 150 Lbs. 

•	 Minimum 2-5/8" clearance required from bottom of High-
Speed Oven cutout to top edge of Wall Oven’s faceplate, 
leaving a 2" visible gap between both product faceplates.

30" Electric Single Wall Oven Specifications

•	 Product Weights –  
(E30EW75GPS) 178 Lbs. / (E30EW75GSS) 175 Lbs.

•	 Single phase 3- or 4-wire cable, 120 / 240 or 120 / 208 
Volt, 60 Hertz AC only electrical supply with ground 
required on separate circuit fused on both sides of line.

•	 Connected Load (kW Rating) @ 240 / 208 Volts = 
4.0 / 3.0 kW

•	 Amps @ 240 / 208 Volts = 16.6 / 14.4 Amps

•	 Full oven base of solid plywood or similar material 
required, capable of supporting 200 Lbs.

For High-Speed Oven / Single Wall Oven
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30" Combination Installation

Installation Specifications

30" Combination Installation Specifications

•	 Always consult local and national electric codes. (Refer 
to product-specific electrical specifications on this page.)

•	 Minimum 24" deep cutout dimension is critical for proper 
combination installation, to ensure that each built-in 
product’s faceplate will fit flush against cabinet front.

•	 Bases must be level and cabinet front must be square.

•	 Minimum 4-1/2" required distance from bottom of  
Warmer Drawer cutout to floor.

•	 Respect critical dimensions as noted for proper  
installation of built-In products.

•	 Minimum 23-1/4" clearance needed for Wall Oven  
door depth when open.

30" Built-In Convection Microwave Specifications

•	 Product Weight – 60 Lbs.

•	 Voltage Rating – 120V / 60 Hz / 15 Amps

•	 Connected Load (kW Rating) @ 120 Volts = 1.55 kW  
(For use on adequately wired 120V, dedicated circuit 
having 2-wire service with a separate ground wire. 
Appliance must be grounded for safe operation.)

•	 Amps @ 120 Volts = 13 Amps

•	 Consult local building code in the event that cutout 
opening may be required to be enclosed with sides, 
ceiling and rear partition.

•	 Full oven base of solid plywood or similar material 
required, capable of supporting 100 Lbs. 

•	 Minimum 3-1/8" clearance required from bottom of Built-In 
Microwave cutout to top edge of Wall Oven’s faceplate, 
leaving a 2" visible gap between both product faceplates.

30" Electric Single Wall Oven Specifications

•	 Product Weights – (E30EW75GPS) 178 Lbs. / 
(E30EW75GSS) 175 Lbs.

•	 Single phase 3- or 4-wire cable, 120 / 240 or 120 / 208 
Volt, 60 Hertz AC only electrical supply with ground 
required on separate circuit fused on both sides of line.

•	 Connected Load (kW Rating) @ 240 / 208 Volts = 
4.0 / 3.0 kW

•	 Amps @ 240 / 208 Volts = 16.6 / 14.4 Amps

•	 To support Wall Oven, two 3"-wide x 3/4" thick planks 
must be installed as a base, capable of supporting  
200 Lbs. Do NOT use full base, since planks are 
necessary to allow for proper air displacement.

30" Warmer Drawer Specifications

•	 Product Weights – (E30WD75GPS /  
E30WD75GSS) 49 Lbs. / (E30WD75GTT) 41 Lbs.

•	 Voltage Rating – 120V / 450W / 60 Hz / 15 Amps

•	 Connected Load (kW Rating) @ 120 Volts = 0.45 kW  
(For use on adequately wired 120V, dedicated circuit 
having 2-wire service with a separate ground wire. 
Appliance must be grounded for safe operation.)

•	 Amps @ 120V = 3.75 Amps

•	 Full base of solid plywood or similar material required, 
capable of supporting 100 Lbs. 

30" Combination Installation –
Built-In Microwave (w/Side-Swing Door)
Electric Single Wall Oven
Warmer Drawer

 24"min.

3"max.††

 30"min.

9 7/8"min.
10 1/4"max.

13/4"min.†

26 1/2"min.
27"max.

Full plywood base
required to support
100 lbs.

Full plywood base
required to support
100 lbs.

28 1/2"min.
28 7/8"max.

28 1/2"min.
28 3/4"max.

Two 3" wide
by 3/4" thick
planks must be
installed, capable
of supporting
200 lbs.

30" Warmer
Drawer Cutout
For models:
E30WD75GPS
E30WD75GSS
E30WD75GTT

4"x 4" opening to route
armored cable

28 1/2"min.
28 3/4"max.

5"

11 1/2"

120V/60Hz
grounded electrical
outlet should NOT
be located within
shaded area

41/2"min.
required

19 7/8"min.
203/8"max.

   24"min.**
 (critical

  dimension)

Electrical junction
box location

Bottom of
oven cutout

11 5/8"min.**
(critical

dimension)

For detailed product dimensions
and installation specifications, refer
to model-specific product page and
installation guide on web

 * Minimum 3 1/8"
clearance required
from bottom of
Built-In Microwave
cutout to top edge of
Wall Oven’s faceplate,
leaving a 2"visible
gap between both
product faceplates

** Critical dimension –
MUST be applied

 † Maximum height
depends on critical
dimension (11 5/8")

†† Electrical junction
box for Wall Oven
must be lower than
the Warmer Drawer
cutout

2"
(visible
 gap)*

30" Electric Single
Wall Oven Cutout
For models:
E30EW75GPS
E30EW75GSS

30" Built-In
Microwave Cutout
For model:
E30MO65GSS

planning 
information

For models:

Built-In  
Microwave 
	 E30MO65GSS

Single Wall Oven 
	 E30EW75GPS 
	 E30EW75GSS

Warmer Drawer 
	 E30WD75GPS 
	 E30WD75GSS 
	 E30WD75GTT

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

For Built-In Microwave / Single Wall Oven / Warmer Drawer
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30" Combination Installation

planning 
information

For models:

Built-In  
Microwave 
	 E30MO65GSS

Single Wall Oven 
	 E30EW75GPS 
	 E30EW75GSS

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

Installation Specifications

30" Combination Installation Specifications

•	 Always consult local and national electric codes. (Refer 
to product-specific electrical specifications on this page.)

•	 Minimum 24" deep cutout dimension is critical for proper 
combination installation, to ensure that each built-in 
product’s faceplate will fit flush against cabinet front.

•	 Bases must be level and cabinet front must be square.

•	 Minimum 4-1/2" required distance from bottom of  
Wall Oven cutout to floor, 31" suggested.

•	 Respect critical dimensions as noted for proper  
installation of built-In products.

•	 Minimum 23-1/4" clearance needed for Wall Oven  
door depth when open.

30" Built-In Convection Microwave Specifications

•	 Product Weight – 60 Lbs.

•	 Voltage Rating – 120V / 60 Hz / 15 Amps

•	 Connected Load (kW Rating) @ 120 Volts = 1.55 kW  
(For use on adequately wired 120V, dedicated circuit 
having 2-wire service with a separate ground wire. 
Appliance must be grounded for safe operation.)

•	 Amps @ 120 Volts = 13 Amps

•	 Consult local building code in the event that cutout 
opening may be required to be enclosed with sides, 
ceiling and rear partition.

•	 Full oven base of solid plywood or similar material 
required, capable of supporting 100 Lbs. 

•	 Minimum 3-1/8" clearance required from bottom of Built-In 
Microwave cutout to top edge of Wall Oven’s faceplate, 
leaving a 2" visible gap between both product faceplates.

30" Electric Single Wall Oven Specifications

•	 Product Weights –  
(E30EW75GPS) 178 Lbs. / (E30EW75GSS) 175 Lbs.

•	 Single phase 3- or 4-wire cable, 120 / 240 or 120 / 208 
Volt, 60 Hertz AC only electrical supply with ground 
required on separate circuit fused on both sides of line.

•	 Connected Load (kW Rating) @ 240 / 208 Volts = 
4.0 / 3.0 kW

•	 Amps @ 240 / 208 Volts = 16.6 / 14.4 Amps

•	 Full oven base of solid plywood or similar material 
required, capable of supporting 200 Lbs.

30" Combination Installation –
Built-In Microwave (w/Side Swing Door)
Electric Single Wall Oven

For detailed product dimensions
and installation specifications, refer
to model-specific product page and
installation guide on web

 * Minimum 3 1/8"
clearance required
from bottom of
Built-In Microwave
cutout to top edge of
Wall Oven’s faceplate,
leaving a 2"visible
gap between both
product faceplates

** Critical dimension –
MUST be applied

30" Electric Single
Wall Oven Cutout
For models:
E30EW75GPS
E30EW75GSS

30" Built-In
Microwave Cutout
For model:
E30MO65GSS

 24"min.  30"min.

3" max.

26 1/2"min.
27"max.

28 1/2"min.
28 7/8"max.

Full plywood base
required to support
100 lbs.

28 1/2"min.
29"max.

4"x 4" opening
to route armored
cable

120V/60Hz
grounded electrical
outlet should NOT
be located within
shaded area

19 7/8"min.
203/8"max.

   24"min.**
 (critical

  dimension)

2" min.

31"
suggested
distance

4 1/2"
min.

required

Bottom cutout
edge must be
finish cut

Full base required
to support 200 lbs.

Electrical junction
box location

2"
(visible
 gap)*

5"

11 1/2"

For Built-In Microwave / Single Wall Oven



156

project planning
30" Combination Installation

Installation Specifications

30" Combination Installation Specifications

•	 Always consult local and national electric codes. (Refer 
to product-specific electrical specifications on this page.)

•	 Minimum 24" deep cutout dimension is critical for proper 
combination installation, to ensure that each built-in 
product’s faceplate will fit flush against cabinet front.

•	 Bases must be level and cabinet front must be square.

•	 Minimum 4-1/2" required distance from bottom of  
Warmer Drawer cutout to floor.

•	 Respect critical dimensions as noted for proper  
installation of built-In products.

•	 Minimum 23-1/4" clearance needed for Wall Oven  
door depth when open.

30" Built-In Convection Microwave Specifications

•	 Product Weight –  
(E30MO75HPS / E30MO75HSS) 84 Lbs.

•	 Voltage Rating – 120V / 60 Hz / 15 Amps

•	 Connected Load (kW Rating) @ 120 Volts = 1.6 kW  
(For use on adequately wired 120V, dedicated circuit 
having 2-wire service with a separate ground wire. 
Appliance must be grounded for safe operation.)

•	 Amps @ 120 Volts = 13.7 Amps

•	 Full oven base of solid plywood or similar material 
required, capable of supporting 150 Lbs.

•	 Minimum 2-1/8" clearance required from bottom of Built-In 
Microwave cutout to top edge of Wall Oven’s faceplate, 
leaving a 2" visible gap between both product faceplates.

30" Electric Single Wall Oven Specifications

•	 Product Weights –  
(E30EW75GPS) 178 Lbs. / (E30EW75GSS) 175 Lbs.

•	 Single phase 3- or 4-wire cable, 120 / 240 or 120 / 208 
Volt, 60 Hertz AC only electrical supply with ground 
required on separate circuit fused on both sides of line.

•	 Connected Load (kW Rating) @ 240 / 208 Volts = 
4.0 / 3.0 kW

•	 Amps @ 240 / 208 Volts = 16.6 / 14.4 Amps

•	 To support Wall Oven, two 3"-wide x 3/4" thick planks 
must be installed as a base, capable of supporting  
200 Lbs. Do NOT use full base, since planks are 
necessary to allow for proper air displacement.

30" Warmer Drawer Specifications

•	 Product Weights – (E30WD75GPS /  
E30WD75GSS) 49 Lbs. / (E30WD75GTT) 41 Lbs.

•	 Voltage Rating – 120V / 450W / 60 Hz / 15 Amps

•	 Connected Load (kW Rating) @ 120 Volts = 0.45 kW  
(For use on adequately wired 120V, dedicated circuit 
having 2-wire service with a separate ground wire. 
Appliance must be grounded for safe operation.)

•	 Amps @ 120V = 3.75 Amps

•	 Full base of solid plywood or similar material required, 
capable of supporting 100 Lbs. 

30" Combination Installation –
Built-In Microwave (w/Drop-Down Door)
Electric Single Wall Oven
Warmer Drawer

For detailed product dimensions
and installation specifications, refer
to model-specific product page and
installation guide on web

 24"min.

3"max.††

 30 1/8" min.

9 7/8"min.
10 1/4"max.

13/4"min.†

Full plywood base
required to support
150 lbs.

Full plywood base
required to support
100 lbs.

28 1/2"min.
28 7/8"max.

28 1/2"min.
28 3/4"max.

Two 3" wide
by 3/4" thick
planks must be
installed, capable
of supporting
200 lbs.

4"x 4" opening to route
armored cable

28 1/2"min.
28 3/4"max.

120V/60Hz
grounded electrical
outlet should NOT
be located within
shaded area

41/2"min.
required

21"min.
211/2"max.

   24"min.**
 (critical

  dimension)

Electrical junction
box location

Bottom of
oven cutout

11 5/8"min.**
(critical

dimension)

 * Minimum 2 1/8"
clearance required
from bottom of
Built-In Microwave
cutout to top edge of
Wall Oven’s faceplate,
leaving a 2"visible
gap between both
product faceplates.

** Critical dimension –
MUST be applied

 † Maximum height
depends on critical
dimension (11 5/8")

†† Electrical junction
box for Wall Oven
must be lower than
the Warmer Drawer
cutout30" Warmer

Drawer Cutout
For models:
E30WD75GPS
E30WD75GSS
E30WD75GTT

CL

6"

18"

2"
(visible
 gap)*

4"

30" Electric Single
Wall Oven Cutout
For models:
E30EW75GPS
E30EW75GSS

30" Built-In
Microwave Cutout
For models:
E30MO75HPS
E30MO75HSS

28 1/2"min.
28 3/4"max.

planning 
information

For models:

Built-In  
Microwave 
	 E30MO75HPS 
	 E30MO75HSS

Single Wall Oven 
	 E30EW75GPS 
	 E30EW75GSS

Warmer Drawer 
	 E30WD75GPS 
	 E30WD75GSS 
	 E30WD75GTT

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

For Built-In Microwave / Single Wall Oven / Warmer Drawer
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30" Combination Installation

planning 
information

For models:

Built-In  
Microwave 
	 E30MO75HPS 
	 E30MO75HSS

Single Wall Oven 
	 E30EW75GPS 
	 E30EW75GSS

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

30" Built-In Convection Microwave Specifications

•	 Product Weight –  
(E30MO75HPS / E30MO75HSS) 84 Lbs.

•	 Voltage Rating – 120V / 60 Hz / 15 Amps

•	 Connected Load (kW Rating) @ 120 Volts = 1.6 kW  
(For use on adequately wired 120V, dedicated circuit 
having 2-wire service with a separate ground wire. 
Appliance must be grounded for safe operation.)

•	 Amps @ 120 Volts = 13.7 Amps

•	 Full oven base of solid plywood or similar material 
required, capable of supporting 150 Lbs.

•	 Minimum 2-1/8" clearance required from bottom of Built-In 
Microwave cutout to top edge of Wall Oven’s faceplate, 
leaving a 2" visible gap between both product faceplates.

30" Electric Single Wall Oven Specifications

•	 Product Weights –  
(E30EW75GPS) 178 Lbs. / (E30EW75GSS) 175 Lbs.

•	 Single phase 3- or 4-wire cable, 120 / 240 or 120 / 208 
Volt, 60 Hertz AC only electrical supply with ground 
required on separate circuit fused on both sides of line.

•	 Connected Load (kW Rating) @ 240 / 208 Volts = 
4.0 / 3.0 kW

•	 Amps @ 240 / 208 Volts = 16.6 / 14.4 Amps

•	 Full oven base of solid plywood or similar material 
required, capable of supporting 200 Lbs.

Installation Specifications

30" Combination Installation Specifications

•	 Always consult local and national electric codes. (Refer 
to product-specific electrical specifications on this page.)

•	 Minimum 24" deep cutout dimension is critical for proper 
combination installation, to ensure that each built-in 
product’s faceplate will fit flush against cabinet front.

•	 Bases must be level and cabinet front must be square.

•	 Minimum 4-1/2" required distance from bottom of  
Wall Oven cutout to floor, 31" suggested.

•	 Respect critical dimensions as noted for proper  
installation of built-In products.

•	 Minimum 23-1/4" clearance needed for Wall Oven  
door depth when open.

30" Combination Installation –
Built-In Microwave (w/Drop-Down Door)
Electric Single Wall Oven

 24"min.

3" max.

28 1/2"min.
28 7/8"max.

30" Electric Single
Wall Oven Cutout
For models:
E30EW75GPS
E30EW75GSS

28 1/2"min.
29"max.

4"x 4" opening
to route armored
cable   24"min.**

 (critical
  dimension)

2" min.

31"
suggested
distance

4 1/2"
min.

required

Bottom cutout
edge must be
finish cut

Full base required
to support 200 lbs.

Electrical junction
box location

For detailed product dimensions
and installation specifications, refer
to model-specific product page and
installation guide on web

21"min.
211/2"max.

2"
(visible
 gap)*

30" Built-In
Microwave Cutout
For models:
E30MO75HPS
E30MO75HSS

Full plywood base
required to support
150 lbs.

120V/60Hz
grounded electrical
outlet should NOT
be located within
shaded area

CL

6"

18"

4"

28 1/2"min.
29"max.

 * Minimum 2 1/8"
clearance required
from bottom of
Built-In Microwave
cutout to top edge of
Wall Oven’s faceplate,
leaving a 2"visible
gap between both
product faceplates.

** Critical dimension –
MUST be applied

 30 1/8" min.

For Built-In Microwave / Single Wall Oven
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planning 
information

For models:

Cooktop 
	 E30GC70FSS 
	 E36GC70FSS

Single Wall Oven 
	 E30EW75GPS 
	 E30EW75GSS

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

project planning
Gas Cooktop Installation Over 30" Electric Single Wall Oven

Installation Specifications

30" Electric Single Wall Oven  
Under-Counter Installation Specifications

•	 Product Weights –  
(E30EW75GPS) 178 Lbs. / (E30EW75GSS) 175 Lbs.

•	 Single phase 3- or 4-wire cable, 120 / 240 or 120 / 208 
Volt, 60 Hertz AC only electrical supply with ground 
required on separate circuit fused on both sides of line.

•	 Connected Load (kW Rating) @ 240 / 208 Volts = 
4.0 / 3.0 kW

•	 Amps @ 240 / 208 Volts = 16.6 / 14.4 Amps

•	 Always consult local and national electric and gas codes.

•	 Minimum 23-1/4" clearance for oven door depth  
when open.

•	 Minimum 24" deep cutout dimension is critical for  
proper installation, to ensure that oven’s faceplate will fit 
flush against cabinet front.

•	 Full oven base of solid plywood or similar material required, 
capable of supporting 200 Lbs. Install over two runners 
and flush with toe plate.

•	 Base must be level and cabinet front must be square  
with finish-cut bottom edge.

•	 Side filler panels necessary to isolate oven from adjoining 
cabinets.

•	 Allow 5" maximum height from oven base to floor, if NO 
cooktop is installed directly over wall oven.

Gas Cooktop Installation Over  
30" Electric Single Wall Oven Specifications

Electrolux ICON® Single Wall Oven models E30EW75GPS 
and E30EW75GSS are approved to be used beneath 
Electrolux ICON® gas cooktop models E36GC70FSS and 
E30GC70FSS (gas cooktop models NOT approved for 
use in this installation are E36GC75GSS, E48GC76EPS, 
E36GC76GPS and E30GC74GPS).

For detailed Gas Cooktop installation, refer to model-specific  
Planning Information page and installation guide on web.

•	 Side filler panels necessary to isolate oven from adjoining 
cabinets. Panel height may need to be modified to accom
modate the depth of approved gas cooktop models.

•	 Minimum height opening of 6-1/2" (from top of counter) 
required in right cabinet side panel and/or filler panel, to 
route gas and electric hookups.

•	 Allow 4-1/2" maximum height from oven base to floor,  
if cooktop is installed directly over wall oven.

Combination Gas Cooktop/Electric Wall Oven
Under-Counter Installation

Electric Single Wall Oven Cutout
For models: E30EW75GPS
& E30EW75GSS

For all approved gas cooktop models, a minimum
height opening of 6-1/2" (from top of counter) required
in right cabinet side panel and/or filler panel, to route
gas and electric hookups. (Refer to Gas Cooktop
Utility Hookup Diagram)

Oven cutout

 120V/60Hz
grounded
outlet, for
gas cooktop

Cooktop
 cutout**

28 1/2" min.
28 7/8" max.

240/208V
Junction box
for wall oven

Approx. 3"

24" min.
cutout depth

To route armored cable to junction box through left cabinet side panel
and/or filler panel, cut minimum 4" x 4" opening in wood base and runner

 *Critical dimension – MUST be applied
**For cooktop cutout dimensions refer to model-specific

product page or installation guide on web

5"61/2"
min.

Pressure regulator

Manual shutoff valve
(Must be accessible)

Cabinet sides
and/or filler panel

Flare union

Manifold
pipe

Flexible connector
Flare
union

4"

Countertop18"max.

120V/60Hz
grounded outlet

Cooktop

Gas
Cooktop
Utility
HookupSide filler panels necessary to isolate oven from

adjoining cabinets. Panel height may need to
be modified to accommodate the depth of approved
gas cooktop models

4-1/2" maximum height allowed
from oven base to floor if cooktop
is installed directly over wall oven.
(5" maximum height allowed
with no cooktop.)

Side View

Cooktop

Wall Oven

36"
min.

Unit will overlap cutout (minimum) edges by 1"

Install 3/4" full plywood base on 2 runners, flush
with toe plate, capable of supporting 200 lbs.

   24"min.*

28 1/2"min.
29"max.
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Electric Cooktop Installation Over 30" Electric Single Wall Oven

Electric Cooktop Installation Over  
30" Electric Single Wall Oven Specifications

Electrolux ICON® Single Wall Oven models E30EW75GPS 
and E30EW75GSS are approved to be used beneath 
Electrolux ICON® electric cooktop models E36IC80ISS, 
E30IC80ISS, E36EC70FSS and E30EC70FSS (electric 
cooktop models NOT approved for use in this installation 
are E36EC75HSS, E30EC65ESS and E36EC65ESS).

For detailed Electric Cooktop installation, refer to  
model-specific Planning Information page and installation 
guide on web.

•	 Side filler panels necessary to isolate oven from adjoining 
cabinets. Panel height may need to be modified to accom
modate the depth of approved electric cooktop models.

•	 To route armored cable to junction box, cut minimum  
4" x 4" opening in right cabinet side panel.

•	 Allow 4-1/2" maximum height from oven base to floor,  
if cooktop is installed directly over wall oven.

Installation Specifications

30" Electric Single Wall Oven  
Under-Counter Installation Specifications

•	 Product Weights –  
(E30EW75GPS) 178 Lbs. / (E30EW75GSS) 175 Lbs.

•	 Single phase 3- or 4-wire cable, 120 / 240 or 120 / 208 
Volt, 60 Hertz AC only electrical supply with ground 
required on separate circuit fused on both sides of line.

•	 Connected Load (kW Rating) @ 240 / 208 Volts = 
4.0 / 3.0 kW

•	 Amps @ 240 / 208 Volts = 16.6 / 14.4 Amps

•	 Always consult local and national electric and gas codes.

•	 Minimum 23-1/4" clearance for oven door depth  
when open.

•	 Minimum 24" deep cutout dimension is critical for  
proper installation, to ensure that oven’s faceplate will fit 
flush against cabinet front.

•	 Full oven base of solid plywood or similar material required, 
capable of supporting 200 Lbs. Install over two runners 
and flush with toe plate.

•	 Base must be level and cabinet front must be square  
with finish-cut bottom edge.

•	 Side filler panels necessary to isolate oven from adjoining 
cabinets.

•	 Allow 5" maximum height from oven base to floor, if NO 
cooktop is installed directly over wall oven.

planning 
information

For models:

Cooktop 
	 E30EC70FSS 
	 E30IC80ISS 
	 E36EC70FSS 
	 E36IC80ISS

Single Wall Oven 
	 E30EW75GPS 
	 E30EW75GSS

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

Combination Electric Cooktop/Electric Wall Oven
Under-Counter Installation

Oven cutout

28 1/2" min.
28 7/8" max.

4-1/2" maximum height allowed
from oven base to floor if cooktop
is installed directly over wall oven.
(5" maximum height allowed
with no cooktop.)

240/208V
Junction box
for wall oven

Approx. 3"

24" min.
cutout depth

 *Critical dimension – MUST be applied
**For cooktop cutout dimensions refer to model-specific

product page or installation guide on web

240/208V
Junction box
for electric
cooktop

Approx. 3"

36"
min.

Electric Single Wall Oven Cutout
For models: E30EW75GPS
& E30EW75GSS

For all approved electric cooktop models, cut minimum
4" x 4" opening in right cabinet side panel and/or filler
panel, to route armoured cable to junction box

Electric Single Wall Oven Cutout
For models: E30EW75GPS
& E30EW75GSS

Cooktop
 cutout**

To route armored cable to junction box through left cabinet side panel
and/or filler panel, cut minimum 4" x 4" opening in wood base and runner

   24"min.*

28 1/2"min.
29"max.

Unit will overlap cutout (minimum) edges by 1"

Install 3/4" full plywood base on 2 runners, flush
with toe plate, capable of supporting 200 lbs.

Side filler panels necessary to isolate oven from
adjoining cabinets. Panel height may need to
be modified to accommodate the depth of approved
electric cooktop models
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Installation Specifications

Cooktop / Downdraft Vent Countertop  
Preparation Specifications

•	 For detailed Cooktop installation, refer to model-specific 
Planning Information page and installation guide on web. 
Plan installation so that all required minimum clearances 
between cooktop, overhead cabinets and adjacent 
vertical walls are provided.

•	 Position cooktop / vent cutout so all required minimum 
clearances are met.

•	 Minimum flat countertop area must meet or exceed 
combined overall width and depth as shown. Standard 
25" countertop depth may NOT be adequate for some 
cooktop / vent installations, especially with backsplash.

•	 Separate circuits required for cooktop and vent. (Refer 
to product-specific electrical specifications.)

•	 Always consult local and national electric and gas codes. 
Check local building codes for installation requirements, 
as they may vary per locale.

Downdraft Vent Specifications

•	 For detailed Downdraft Vent installations, refer to  
model-specific Planning Information page and installation 
guide on web.

•	 Voltage Rating – 120V / 60 Hz / 15 Amps

•	 Connected Load (kW Rating) @ 120 Volts = 1.0 kW 
(For use on adequately wired 120V, dedicated circuit 
having 2-wire service with a separate ground wire. 
Appliance must be grounded for safe operation.)

•	 Amps @ 120 Volts = 8.0 Amps

•	 Vent unit outside of building only.

•	 Vent must be installed in vertical orientation only.

•	 1,600 CFM remote exhaust blower (PN # 5304444802)  
included with vent – shipped in separate box.

•	 Do not use flexible duct. Round duct instead of 
rectangular duct recommended, especially when elbows 
are required.

•	 When multiple elbows are necessary, ensure a minimum 
of 24" of straight duct between any two elbows.

•	 Thermal breaks such as short section of nonmetallic  
duct, should be used in areas of extreme cold.

•	 For most efficient airflow exhaust, use a straight run or  
as few elbows as possible.

•	 Cold weather installations should have additional 
backdraft damper installed.

•	 Installing a Downdraft Vent in combination with any gas 
cooking surface will affect optimum burner efficiency.

planning 
information

For models:

Cooktop 
	 E30EC65ESS 
	 E30EC70FSS 
	 E30GC64ESS 
	 E30GC70FSS 
	 E30IC80ISS 
	 E36EC65ESS 
	 E36EC70FSS 
	 E36GC65ESS 
	 E36GC70FSS 
	 E36IC80ISS

Downdraft Vent 
	 E30DD75ESS 
	 E36DD75ESS

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.

Drop-In Electrolux ICON Cooktops /
E30_36DD75ESS Downdraft Vents
Countertop Preparation

Countertop Preparation for 30" & 36" Drop-In Cooktop/Downdraft Vent Installation

2 9/16"
1/4" min.
flat ledge

Backsplash
3/4" max.

 * Overall flat ledge behind
backside of cabinet front

** Minimum flat surface required
to fit top surface of cooktop
and downdraft vent cap

A

Vertical noncombustible surface - rear wall

25"

B
Top

23 1/4"
min.

Flush with
back side of
cabinet front

 D*

 E**C

Stiffener

Back side of
cabinet front

Vent unit

2 1/8"
Countertop
raised lip

Countertop
backsplash

Downdraft
chimney top

Cooktop

25"(standard countertop)*

23 1/4"min.

213/16"

3"

Vertical noncombustible surface - rear wall

Studwall

3/4" max. backsplash thickness
1/4"min. flat ledge

115/16"

9/32"

213/16"

Cooktop Installation Note:
To ensure proper installation, refer to model-specific installation
guide on web for cooktop dimensions, cutout dimensions and
cabinet requirements. Due to varying cooktop depths, tight fit
is possible between cooktop and vent.

Countertop Preparation Note:
Be aware of areas of potential interference called out in
illustration. Countertop with raised lip and/or backsplash may
not allow enough flat area for proper installation, 2-13/16"
of flat countertop required behind cooktop. No gap required
between back of cooktop and front of downdraft trim piece.

 *Standard 25" countertop depth may NOT be adequate for
some cooktop/vent installations, especially with backsplash.

E30DD75ESS/30" Cooktop Cutout Dimensions

30" Cooktops A B C D E
E30EC65ESS  30" 27 3/4" 20 3/8" 23 3/16"  24 3/16"
E30EC70FSS  30" 27 3/4" 20 1/4" 23 1/16"  24 1/16"
E30GC64ESS 27 1/2" 27 3/4" 19 7/8" 22 11/16"  23 11/16"
E30GC70FSS 28 1/2" 27 3/4" 19 3/4" 22 9/16"  23 9/16"
E30IC80ISS 29 3/4" 27 3/4" 20 1/2" 23 5/16"  24 5/16"

E36DD75ESS/36" Cooktop Cutout Dimensions

36" Cooktops A B C D E
E36EC65ESS  36" 33 3/4" 20 3/8" 23 3/16" 24 3/16"
E36EC70FSS  36" 33 3/4" 20 1/2" 23 5/16" 24 5/16"
E36GC65ESS 33 3/4" 33 3/4" 19 7/8" 22 11/16" 23 11/16"
E36GC70FSS 34 1/2" 33 3/4" 19 3/4" 22 9/16" 23 9/16"
E36IC80ISS  36" 33 3/4" 20 1/2" 23 5/16" 24 5/16"

For detailed cooktop and
downdraft vent installation
specifications, refer to
model-specific product
page and installation
guide on web

project planning
Drop-In Cooktop / Downdraft Vent Countertop Preparation
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Slide-In Cooktop / Downdraft Vent Countertop Preparation

Installation Specifications

Cooktop / Downdraft Vent Countertop  
Preparation Specifications

•	 For detailed Cooktop installation, refer to model-specific 
Planning Information page and installation guide on web. 
Plan installation so that all required minimum clearances 
between cooktop, overhead cabinets and adjacent 
vertical walls are provided.

•	 Position cooktop / vent cutout so all required minimum 
clearances are met. 

•	 Minimum flat countertop area must meet or exceed 
combined overall width and depth as shown. Standard 
25" countertop depth is NOT adequate for slide-in 
cooktop / vent installations.

•	 Separate circuits required for cooktop and vent. (Refer to 
product-specific electrical specifications.)

•	 Always consult local and national electric and gas codes. 
Check local building codes for installation requirements, 
as they may vary per locale.

•	 Proper combination installation will require 30" & 36" Gas 
Slide-In Cooktop power cord to be relocated to underside  
of unit. (For details, refer to 30" & 36" Gas Slide-In Cooktop 
Power Cord Relocation Instructions page in Project 
Planning Section or on the web at electroluxicon.com.)

Downdraft Vent Specifications

•	 For detailed Downdraft Vent installations, refer to  
model-specific Planning Information page and installation 
guide on web.

•	 Voltage Rating – 120V / 60 Hz / 15 Amps

•	 Connected Load (kW Rating) @ 120 Volts = 1.0 kW 
(For use on adequately wired 120V, dedicated circuit 
having 2-wire service with a separate ground wire. 
Appliance must be grounded for safe operation.)

•	 Amps @ 120 Volts = 8.0 Amps

•	 Vent unit outside of building only.

•	 Vent must be installed in vertical orientation only.

•	 1,600 CFM remote exhaust blower (PN # 5304444802) 
included with vent – shipped in separate box.

•	 Do not use flexible duct. Round duct instead of rectangular 
duct recommended, especially when elbows are required.

•	 When multiple elbows are necessary, ensure a minimum 
of 24" of straight duct between any two elbows.

•	 Thermal breaks such as short section of nonmetallic  
duct, should be used in areas of extreme cold.

•	 For most efficient airflow exhaust, use a straight run or  
as few elbows as possible.

•	 Cold weather installations should have additional 
backdraft damper installed.

•	 Installing a Downdraft Vent in combination with any gas 
cooking surface will affect optimum burner efficiency. 

•	 Downdraft Vents can NOT be used in combination with 
any cooktop backsplash.

Slide-In Electrolux ICON Cooktops /
E30_36DD75ESS Downdraft Vents
Countertop Preparation

Countertop Preparation for 30" & 36" Slide-In Cooktop/Downdraft Vent Installation

Cooktop Installation Note:
To ensure proper installation, refer to model-specific installation
guide on web for cooktop dimensions, cutout dimensions and
cabinet requirements.

Countertop Preparation Note:
Countertop with backsplash may not allow enough flat area for
proper installation, 2-13/16" of flat countertop required behind
cooktop. No gap required between back of cooktop and front
of downdraft trim piece.

 *Standard 25" countertop depth is NOT adequate for slide-in
cooktop / vent installations.

Stiffener Back side of
cabinet front

Vent unit

Downdraft
chimney top

Slide-In Cooktop

2513/16"

End of cooktop
support platform

Countertop*

213/16"

3"

Vertical noncombustible surface - rear wall

Studwall

1/4"min. flat ledge

115/16"

9/32"

E36DD75ESS/36" Cooktop Cutout Dimensions

36" Cooktops A B C D E
E36EC75DSS 35 15/16" 35 3/16"  22" 25 13/16" 33 3/4"
E36EC75ESS 35 15/16" 35 3/16"  22" 25 13/16" 33 3/4"
E36EC75HSS 35 15/16" 35 3/16"  22" 25 13/16" 33 3/4"
E36GC75DSS* 35 15/16" 35 3/16"  22" 25 13/16" 33 3/4"
E36GC75ESS* 35 15/16" 35 3/16"  22" 25 13/16" 33 3/4"
E36GC75GSS* 35 15/16" 35 3/16"  22" 25 13/16" 33 3/4"
E36GC76EPS* 35 15/16" 35 3/16"  22" 25 13/16" 33 3/4"
E36GC76GPS* 35 15/16" 35 3/16"  22" 25 13/16" 33 3/4"

E30DD75ESS/30" Cooktop Cutout Dimensions

30" Cooktop A B C D E
E30GC74GPS* 29 15/16" 29 3/16" 22" 25 13/16" 27 3/4"

*Proper combination installation will require cooktop power cord
to be relocated to underside of unit. (For details, refer to 30" & 36"
Gas Slide-In Cooktop Power Cord Relocation Instructions page.)

For detailed cooktop and
downdraft vent installation
specifications, refer to
model-specific product
page and installation
guide on web

7 1/4"

1/4" min.
flat ledge

Downdraft vent cutout opening
in cooktop support platform

B A

1"countertop
overhang

C

2 9/16" 7 1/2"
E

D

planning 
information

For models:

Cooktop 
	 E30GC74GPS 
	 E36EC75DSS 
	 E36EC75ESS 
	 E36EC75HSS 
	 E36GC75DSS 
	 E36GC75ESS 
	 E36GC75GSS 
	 E36GC76EPS 
	 E36GC76GPS

Downdraft Vent 
	 E30DD75ESS 
	 E36DD75ESS

Note: For planning 
purposes only. Refer 
to Product Installation 
Guide on the web at 
electroluxicon.com for 
detailed instructions. 
Specifications subject  
to change.
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project planning
30" & 36" Gas Slide-In Cooktop Power Cord Relocation Instructions

10 11

1 2

4 65

7 8 9

3

procedure

For models: 
E30GC74GPS 
E36GC75DSS 
E36GC75ESS 
E36GC75GSS 
E36GC76EPS 
E36GC76GPS

1.   �Remove electrical access panel from rear 
of cooktop.

2.   �Disconnect power cord and ground wires, 
then remove from cooktop.

3.   �Locate area for new hole to be drilled, 1/2" in 
from back edge on underside of cooktop, then 
mark hole location using an awl or punch. 

4.   �Use 3/4" drill bit to drill new hole completely 
through.

5.   Route power cord wires through hole.

6.   �Place plastic inserts in upper and lower 
drilled holes to protect cord.

7.   Knot power cord to secure into place.

8.   Reconnect power cord and ground wires.

9.   �Fill remaining hole surrounding power 
cord with silicone caulk.

10. �Cover both sides of original hole with two 
layers of aluminum tape.

11. �Screw electrical access panel back 
in place.

To install an Electrolux ICON® Gas Slide-In Cooktop in combination with an Electrolux ICON® 
Downdraft Vent, cooktop power cord MUST be relocated to underside of unit. 

Please have qualified electrician perform following rewiring procedure in accordance with  
local and national electric codes.

Tools & Materials:

Phillips-Head 
Screwdriver
Hammer
Awl or Punch
Drill with 3/4" drill bit
2 - Plastic Inserts 
(73209-2470)
Silicone Caulk
Aluminum Tape 



Planning Notes: 

planning 
notes & 
sketches

Plan and sketch your  
perfect kitchen using  
Electrolux ICON® 
premium appliances.

e lect ro lux icon.com
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